
M P D
ABG-43

NOTES:

4/22/06 A Added "ROHS COMPLIANT"
T.B. B.S.

MATERIAL: HIPS, FLAMMABILITY RATING UL94V-0
ROHS COMPLIANT





M P D
ABG-47

NOTES:

MATERIAL: HIPS, FLAMMABILITY RATING UL94V-0

ROHS COMPLIANT

4/22/06 A Added "ROHS COMPLIANT"
T.B. B.S.
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10/28/06 A
Added mounting instruction.

Ø2.36 was 2.18.
Ø4.57 was 4.70

T.B. B.S.

MOUNTING INSTRUCTION:
USE 2-56 MACHINE SCREWS OR

EYELETS 0.089" OD BY 0.15" FLANGE

STIMPSON GS-3 SERIES OR EQUIVALENT.
ALSO ADHESIVES AND DOUBLE SIDED

TAPES WORK WELL.



MADE IN CHINA
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MOUNTING INSTRUCTION:

USE 2-56 MACHINE SCREWS OR
EYELETS 0.089" OD BY 0.15" FLANGE

STIMPSON GS-3 SERIES OR EQUIVALENT.
ALSO ADHESIVES AND DOUBLE SIDED
TAPES WORK WELL.

10/28/06 A
Added mounting instruction.

Ø2.36 was 2.18.

Ø4.57 was 4.70

T.B. B.S.



MADE IN CHINA

BA4AA
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10/28/06 A
Added mounting instruction.

Ø2.36 was 2.18.

Ø4.57 was 4.70

T.B. B.S.

MOUNTING INSTRUCTION:

USE 2-56 MACHINE SCREWS OR
EYELETS 0.089" OD BY 0.15" FLANGE

STIMPSON GS-3 SERIES OR EQUIVALENT
ALSO ADHESIVES AND DOUBLE SIDED

TAPES WORK WELL.


