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PV-CZM...

Order No. Type Designation Crimp range MA
Ich bin eine Montageanleitung. 

Man sollte mich unbedingt le-

sen, bevor man das Produkt ver-

wendet! Ich beinhalte wertvolle 

Hinweise zur korrekten Montage 

und zum richtigen Einsatz des 

Produktes. Im Moment ist die 

Schrift zwar ein bischen klein, 

aber später geht das dann ganz 

gut zu lesen, da die MA dann

Assembly 
instruction

mm² AWG

32.6020-40100 PV-CZM-40100
Crimping pliers incl. locator 
and insert

2.5; 4 16; 14; 12 MA251

32.6020-41100 PV-CZM-41100 2.5; 4; 6 14; 12; 10 MA251

32.6020-42100 PV-CZM-42100 4; 10 12; 8 MA251

Individual parts

32.6021-40100 PV-ES-CZM-40100 Insert 2.5; 4 16; 14; 12 MA251

32.6021-41100 PV-ES-CZM-41100 Insert 2.5; 4; 6 14; 12; 10 MA251

32.6021-42100 PV-ES-CZM-42100 Insert 4; 10 12; 8 MA251

32.6056 PV-LOC-C Locator all sizes MA251

Crimping pliers for industrial use PV-CZM...

Only the tools stated below shall be used 

for the assembly of UL- and TÜV Rheinland 

approved products.

These are suited for the processing of high 

numbers of pieces and can be adjusted to 

the product with the help of changeable lo-

cators and crimp inserts.

Tools

Order No. Type Designation MA
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32.6024 PV-MS Open-end spanner set (2 pcs.), plastic MA298, MA299

32.6058 PV-MS-PLS Open-end spanner set (2 pcs.), metal MA298, MA299

Open-end spanner sets

To tighten and unscrew the cable gland and 

to open the locking device of the connection.

To retain the insulator 
during assembly

To pre-tighten the cable gland nut

To open the locking device
PV-MS PV-MS-PLS


