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Bubble wrap dissipative

Bubble wrap, pink, dissipative:

Permanent dissipative PE-film
	- 3-layers, weldable
	- Amine-free, recyclable
	- Polycarbonate- compatible
	- Surface resistance: approx. 1011 Ω

Article-No. Description Width mm Length m Roll

EP0703001 Bubble wrap 600 100 60 m2

Bubble wrap, black, conductive (LDPE): 

	- Measurements W x L:  1200 mm x 75 m
	- Surface resistance: 105- 106 Ω
	- Thickness: 3-layers, 120 µm
	- Free from silicones, solvents and plasticizers
	- 100% recyclable 

Article-No. Description Width mm Length m Roll m2

EP0703015 Bubble wrap 600 75 45 

EP0703017 Bubble wrap 300 100 30 

EP0703016 Bubble wrap 400 100 40 

Bubble wrap conductive

Desiccant bags

ESD-bags and film > ESD-film

Article-No. Description Weight in g P.U.

EP0702009 Desiccant bag 2 2000

EP0702006 Desiccant bag 6 1000

EP0702009 Desiccant bag 12 1000

EP0702010 Desiccant bag 35 400

EP0702011 Desiccant bag 70 200

EP0702012 Desiccant bag 140 100

EP0702013 Desiccant bag 280 50

EP0702014 Desiccant bag 560 25

Desiccant bags with clay
These bags safely shield against corrosion damages on circuit boards, com-
ponents, tools and machines. To be used inside of shielding bags.
Bags are reusable after oven-drying.

	- Bags with dissipative coating 
	- Usable up to 50°C
	- Humidity: From 15% to 50%  
	- Reactivation: 120ºC 


