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Z Tyco
Electronics

AMPMODU Interconnection System

.025 [0.64] Square
Straight Post (With or
Without Swaged Tail)

Material and Finish

Housing — Black thermoplastic,
94V-0 rated

Posts — Brass, plated as follows:

Plating A — Duplex plated .000030
[0.00076] gold on contact area, .000100
[0.00254] min. tin on solder area, with
entire post underplated .000050
[0.00127] nickel

Plating B — Duplex plated .000015
[0.00038] gold on contact area, .000100
[0.00254] min. tin on solder area, with
entire post underplated .000050
[0.00127] nickel

Plating C — .000100 [0.00254] tin
over .000050 [0.00127] nickel on entire
post

Related Product Data

Mateabhle AMPMODU MTE
Products —

Receptacle Assemblies
(Polarized/Latching) —

pages 230, 231

Receptacle Assemblies with Guide
Ribs (installed in Single-Row
Coupling Shroud) —

pages 232, 233, 235, 240

Technical Documents —
pages 277,278

Product Specification
108-25034

Application Specification
114-25026

MTE Headers, Shrouded Polarized/Latching,
Single-Row .100 [2.54] Centerline
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Recommended PC Board Hole Layout

*+.003 [+0.08]; tolerances not to accumulate within one connector pattern.
Note: Swaged retention tails are provided in a minimum of two locations per header.
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Tyco
Electronics AMPMODU Interconnection System
MTE Headers, Shrouded Polarized/Latching,
Single-Row .100 [2.54] Centerline (Continued)
No. of Dimensions Polarized/Latching Header With Swage Polarized/Latching Header Without Swage
Pos. A B [+ Plating A Plating B Plating C Plating A Plating B Plating C
2 .300[7.62]  .220 [5.59] .100 [2.54] 5-103908-1 5-104362-1 5-103669-1 5-103735-1 5-104363-1 5-103639-1
3 .400[10.16]  .320[8.13] .200 [5.08] 5-103908-2 5-104362-2 5-103669-2 5-103735-2 5-104363-2 5-103639-2
4 .500 [12.70] .420(10.67]  .300 [7.62] 5-103908-3 5-104362-3 5-103669-3 5-103735-3 5-104363-3 5-103639-3
5 .600[15.24] .520([13.21] .400[10.16] 5-103908-4 5-104362-4 5-103669-4 5-103735-4 5-104363-4 5-103639-4
6 .700[17.78] .620[15.75] .500[12.70] 5-103908-5 5-104362-5 5-103669-5 5-103735-5 5-104363-5 5-103639-5
7 .800[20.32] .720[18.29] .600[15.24] 5-103908-6 5-104362-6 5-103669-6 5-103735-6 5-104363-6 5-103639-6
8 .900 [22.86] .820[20.83] .700[17.78] 5-103908-7 5-104362-7 5-103669-7 5-103735-7 5-104363-7 5-103639-7
9 1.000[25.40] .920[23.37] .800 [20.32] 5-103908-8 5-104362-8 5-103669-8 5-103735-8 5-104363-8 5-103639-8
10 1.100 [27.94] 1.020[25.91] .900 [22.86] 5-103908-9 5-104362-9 5-103669-9 5-103735-9 5-104363-9 5-103639-9
11 1.200 [30.48] 1.120[28.45] 1.000 [25.40] 6-103908-0 6-104362-0 6-103669-0 6-103735-0 6-104363-0 6-103639-0
12 1.300 [33.02] 1.220[30.99] 1.100 [27.94] 6-103908-1 6-104362-1 6-103669-1 6-103735-1 6-104363-1 6-103639-1
13 1.400 [35.56] 1.320[33.53] 1.200 [30.48] 6-103908-2 6-104909-2 6-103669-2 6-103735-2 6-104910-2 6-103639-2
14 1.500[38.10] 1.420[36.07] 1.300 [33.02] 6-103908-3 6-104909-3 6-103669-3 6-103735-3 6-104910-3 6-103639-3
15 1.600 [40.64] 1.520 [38.61] 1.400 [35.56] 6-103908-4 6-104909-4 6-103669-4 6-103735-4 6-104910-4 6-103639-4
16  1.700 [43.18] 1.620[41.15] 1.500 [38.10] 6-103908-5 6-104909-5 6-103669-5 6-103735-5 6-104910-5 6-103639-5
17 1.800 [45.72] 1.720[43.69] 1.600 [40.64] 6-103908-6 6-104909-6 6-103669-6 6-103735-6 6-104910-6 6-103639-6
18 1.900 [48.26] 1.820[46.23] 1.700 [43.18] 6-103908-7 6-104909-7 6-103669-7 6-103735-7 6-104910-7 6-103639-7
19  2.000 [50.80] 1.920[48.77] 1.800 [45.72] 6-103908-8 6-104909-8 6-103669-8 6-103735-8 6-104910-8 6-103639-8
20 2.100[53.34] 2.020[51.31] 1.900 [48.26] 6-103908-9 6-104909-9 6-103669-9 6-103735-9 6-104910-9 6-103639-9
21 2.200[55.88] 2.120 [53.85] 2.000 [50.80] 7-103908-0 7-104909-0 7-103669-0 7-103735-0 7-104910-0 7-103639-0
22 2.300([58.42] 2.220[56.39] 2.100 [53.34] 7-103908-1 7-104909-1 7-103669-1 7-103735-1 7-104910-1 7-103639-1
23 2.400[60.96] 2.320[58.93] 2.200 [55.88] 7-103908-2 7-104909-2 7-103669-2 7-103735-2 7-104910-2 7-103639-2
24  2.500[63.50] 2.420[61.47] 2.300 [58.42] 7-103908-3 7-104909-3 7-103669-3 7-103735-3 7-104910-3 7-103639-3
25 2.600 [66.04] 2.520 [64.01] 2.400 [60.96] 7-103908-4 7-104909-4 7-103669-4 7-103735-4 7-104910-4 7-103639-4

Notes: 1. Selectively loaded headers are available, consult Tyco Electronics.
2. Use Keying Tool No. 91417-1 to remove post for keying.

Note: All part numbers are RoHS compliant.
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