
 Buccaneer for Data  71

BUCCANEER FOR DATA
Standard Buccaneer - USB

IP68 rated

IP69K, Tested in accordance with DIN 40050/Part 9 IP6k9k

USB version 2.0 performance

Plug and play capability

Visual mating indication

Shielded system

Single and double ended cables

Screw coupling

PCB versions

Dust and waterproof sealing when mated

Low and high speed bus connection,
1.5Mbs to 480Mbs

Hot pluggable, standard 4 pole interface

Alignment indicator reduces risk of damage
during mating

High noise immunity and EMI protection

Suitable for PC and peripheral configuration

Secure, proven locking system

Direct mounting or via adaptor leads

EN60068-2-52 Test Kb Salt Mist (Cyclic) Marine Severity Level 1
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Accessories

BUCCANEER FOR DATA
Standard Buccaneer - USB

PCB Adaptor Leads

Standard A and B type USB
connectors to 5 way crimp
adaptor leads
5 way headers, 2.54mm pitch,
horizontal or vertical mounting

Part no.             Description                  

Part no.             Description                  

14193
14194
14191
14192

PX0835
PX0733
PX0711

USB ‘A’ type to 5 way crimp connector
USB ‘B’ type to 5 way crimp connector
5 way PCB header straight
5 way PCB header right angle

Sealing Cap for cable connectors (PX0840, PX0841)
Sealing Cap for front panel mounting connector (PX0842, PX0843)
Sealing Cap for rear panel mounting connector (PX0848, PX0849, PX0845)

Accessories 
Sealing caps to maintain IP68
rating when connectors are
not in use 
PX0835 for cable connectors
PX0840 & PX0841
PX0733 for front panel mount
connectors PX0842, PX0843 &
PX0844
PX0711 for rear panel mount
connectors PX0848, PX0849 &
PX0845

USB Flash Drive Cover

PX0852

For use with USB Flash Drives
Maintains IP68 rating when
mated with panel connector
For use with ‘A’ type
connectors: PX0842, PX0843,
PX0845, PX0848 & PX0849
Internal accommodation 17.5
x 14.0 x 83mm approx.

Maintains cable screening
directly to panel
Screening can clips around
the panel fixing nut
For use on PX0460/A and
PX0460/B 

Screening Can

PX0465


