Windeisen EXAGT

Tap wrenches

Verstellbare Windeisen | Adjustable Tap wrenches

GT
o = | —
oo - "y ; w
e =1x

—
)
A=)
5]
=
8
'_
0.
o
<)
>
D
N
X
S
o
2
9]
=
]
I

Technische Information Technical Information
GD = aus Zinkdruckgu® (GD) GD = made of zinc pressure casting (GD)
GT = aus TemperguB (GT) GT = made of tempered pressure casting (GT)
DIN 1814 DIN 1814
Anwendung Application
Zur Aufnahme von Gewindewerkzeug mit 4-Kant. For directly holding of thread tool with size of square.
— 4 mm COoE CODE
M| mMf BSW BES No. —-—— . y
B=E .
M 1- MS8 1/16 - 5/16 0 125 04971
M 3 - M10 1/8 - 3/8 1 1880 04972
M 3 - M12 1/8 - 1/2 1/8 11/2 200 04973
M 4 - M12 3/16 - 5/8 1/8 - 3/8 2 280 04974
M 5 - M20 1/4 - 3/4 1/8 - 1/2 & 375 04975
M10 - M27 3/8-1 1/8 - 3/4 4 500 04976
M14 - M33 5/8 - 11/4 1/4 - 1 5 750 04977
M18 - M42 3/4 - 11/2 1/4 - 11/4 6 1000 04958
M25 - M52 718 - 2 5/8 - 13/4 7 1250 04959






