
AC 166® G 5 pole

Plugs and Sockets, flat

Description Item Order Number PU

Plugs, Connection 1.5 mm²

Coding 1 (1 2 PE N 3) AC 166 GSTF/ 515 white 162455 100

AC 166 GSTF/ 515 black 162465 100

Coding 2 (+ - PE N L) DALI AC 166 GSTF/ 515 pastel blue 162465P 100

Plugs, Connection 2.5 mm²

Coding 1 (1 2 PE N 3) AC 166 GSTF/ 525 white 162655 100

AC 166 GSTF/ 525 black 162665 100

Sockets, Connection 1.5 mm²

Coding 1 (3 N PE 2 1) AC 166 GBUF/ 515 white 165455 100

AC 166 GBUF/ 515 black 165465 100

Coding 2 (L N PE - +) DALI AC 166 GBUF/ 515 pastel blue 165465P 100

Sockets, Connection 2.5 mm²

Coding 1 (3 N PE 2 1) AC 166 GBUF/ 525 white 165655 100

AC 166 GBUF/ 525 black 165665 100

Connection: screw
conductor size 0.5 - 2.5 mm²
cable outlet
5 x 1.5 mm²: Ø 9.3 - 10.3 mm
5 x 2.5 mm²: Ø 11.3 - 12.3 mm

Torque screw: M3: D max. 0.3 Nm (conductor)
C2.9: D max. 0.5 Nm (strain relief)

Stripping length: 7 mm
Dismantling length: 52 mm (PE), 45 mm (L1 L2 N L3 resp. + - N L)
Important approvals: VDE, KEMA, UL
Accessories: latches, locking pins (page 53)
Upon request: connectors for 0.5 mm², 0.75 mm² and 1.0 mm²,

different housing screws

Built-in Plugs and Built-in Sockets

Description Item Order Number PU

Plugs without Latches

Coding 1 (1 2 PE N 3) AC 166 GEST/ 5 white 168755 100

AC 166 GEST/ 5 black 168765 100

Coding 2 (+ - PE N L) DALI AC 166 GEST/ 5 pastel blue 1697P5 100

Plugs with Latches

Coding 1 (1 2 PE N 3) AC 166 GEST/ 5 white with VSE 168755V 100

AC 166 GEST/ 5 black with VSE 168765V 100

Coding 2 (+ - PE N L) DALI AC 166 GEST/ 5 pastel blue with VSE 1697P5V 100

Sockets without Latches

Coding 1 (3 N PE 2 1) AC 166 GEBU/ 5 white 168855 100

AC 166 GEBU/ 5 black 168865 100

Coding 2 (L N PE - +) DALI AC 166 GEBU/ 5 pastel blue 1698P5 100

Sockets with Latches

Coding 1 (3 N PE 2 1) AC 166 GEBU/ 5 white with VSE 168855V 100

AC 166 GEBU/ 5 black with VSE 168865V 100

Coding 2 (L N PE - +) DALI AC 166 GEBU/ 5 pastel blue with VSE 1698P5V 100

Latches, separately

AC 166 VSE white 169453 100

AC 166 VSE black 169463 100

Connection: clamping spring contacts, 2 clamping units per pole
conductor size 0.5 - 2.5 mm²
solid or flexible, sealed
conductor size 0.5 - 1.5 mm²
flexible with ferrules

Wall thickness housing: 0.5 - 1.2 mm
Stripping length: 8 - 9 mm
Important approvals: VDE, KEMA, UL
Accessories: latches, locking pins (page 53)
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