Product data sheet
Characteristics

GBK0600600C

adaptation kit for motor/gear-box combination

Main

Range compatibility

Product or component
type

Lexium 28
Adaptation kit

Device short name

GBK

Accessory / separate
part category

Product compatibility

Adaptation accessory

BCH2

Accessory / separate
part destination

For assembly motor and gearbox

Kit composition

An adaptor plate
Screws and bolts for mounting

Gearbox external 60 mm

diameter
Complementary
Motor flange size 60 mm
Number of motor stacks 2

1
Length 23.1 mm
Net weight 0.24 kg
Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 8.0cm
Package 1 Width 15.8 cm
Package 1 Length 18.5cm
Package 1 Weight 232049
Unit Type of Package 2 S04
Number of Units in Package 2 10
Package 2 Height 30 cm
Package 2 Width 40 cm
Package 2 Length 60 cm
Package 2 Weight 3.202 kg
Package 3 Height 73.5cm
Contractual warranty
Warranty 18 Monate
May 9, 2023

Lifels®n | Schneider
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.
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Dimensions Drawings

Dimensions

(1) Gearbox
@8 shaft end adaptor in case motor shaft diameter is smaller than gearbox input coupling diameter
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