
Product Number Packaging
Inch
mm Type of Connector Pliers Handles Capacity

Number of 
crimping 
positions lbs

97 51 10 7 1/2
190     burnished multi-component grips

RJ 11/12 (6-poles) 3/8" (9.65 mm)
RJ 45 (8-poles) 15/32" (11.68 mm)

2 0.67

97 51 12 8
200   burnished multi-component grips

RJ 10 (4-poles) 7.65 mm   
RJ 11/12 (6-poles) 3/8“ (9.65 mm)
RJ 45 (8-poles) 15/32“ (11.68 mm)

3 1.18

97 59 06 4 spare blades for 97 51 10
97 59 12 Spare set of blades for 97 51 12

Crimping Pliers for Western plugs 97
51

 >  professional tool for cutting and stripping unshielded ribbon  
telephone cables

 >  for crimping 6- and 8-pole Western plugs type RJ 11/12  
(3/8" / 9.65 mm width) and type RJ 45 (15/32" / 11.68 mm width)

 >  exact crimping process due to parallel crimping
 >  repetitive, high crimping quality due to integral lock (self-releasing 
mechanism)

 >  length cutter and dismantling knife for ribbon cables 1/4"  
and 1/2" (6 and 12 mm) length

 >  additional stripping device for round cables
 >  chrome vanadium electric steel in special quality; oil-hardened
 >  97 51 12 is for crimping 4-, 6- and 8-pole Western plugs type  
RJ 10 (7.65 mm width), type RJ 11/12 (9.65 mm width) and type  
RJ 45 (11.68 mm width)
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