
 mm

05060055001 PZ 1 50 2"

05060060001 PZ 2 50 2"

05060065001 PZ 3 50 2"

 mm

05060005001 PZ 1 50 2"

05060010001 PZ 2 50 2"

05060015001 PZ 3 50 2"

4013288

05134384001 2 x PZ 1x50 037985

05134385001 2 x PZ 2x50 037992

05134386001 2 x PZ 3x50 038005

 mm mm

05060027001 PZ 1 70 2 3/
4
" 4,5

05060029001 PZ 1 89 3 1/
2
" 4,5

05060031001 PZ 1 127 5" 4,5

05060030001 PZ 1 152 6" 4,5

05060033001 PZ 2 70 2 3/
4
" 6,0

05060035001 PZ 2 89 3 1/
2
" 6,0

05060037001 PZ 2 110 4 3/
8
" 6,0

05060036001 PZ 2 127 5" 6,0

05060038001 PZ 2 152 6" 6,0

05060041001 PZ 3 70 2 3/
4
" -

05060043001 PZ 3 89 3 1/
2
" -

05060045001 PZ 3 110 4 3/
8
" -

05060047001 PZ 3 152 6" -

4013288

05073523001 1 x PZ 1x89 105905

05073524001 1 x PZ 2x89 106452

05073525001 1 x PZ 3x89 105912

855/4 TH bits

Application: Suitable for Pozidriv screws

Drive: 1/4" hexagon, suitable for DIN ISO 1173-F 6,3 bit holders

Design: Torsion-style design to reduce premature wear, extra-hard

855/4 TZ bits

Application: Suitable for Pozidriv screws

Drive: 1/4" hexagon, suitable for DIN ISO 1173-F 6,3 bit holders

Design: Torsion-style design to reduce premature wear, tough, for 
universal use

855/4 TZ SB bits

855/4 Z bits

Application: Suitable for Pozidriv screws

Drive: 1/4" hexagon, suitable for DIN ISO 1173-F 6,3 bit holders

Design: Tough, for universal use

855/4 Z SB bits
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