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RAFIX 16, Lampenfassung W2 x 4,6d, Steckanschluss, fir W 2 x 4,6d

Spezielle Features

Lampenfassung Wedge-Base W 2x4.6d
far LED

Eine Kerbe an der Lampenfassung
kennzeichnet die Kathodenseite.

Montage durch Aufrasten oder Einrasten

in Meldeleuchte
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¥ l ’ > Messen-Steuern-Regeln
> Elektrotechnik
%‘12‘11“‘“. > Maschinen- und Anlagenbau
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Beschreibung

Lampenfassung zum Ein- oder Aufrasten auf Meldeleuchten.

Technische Daten

Flachsteck-Anschlisse 2,8 x 0,8 mm

> Allgemein

beleuchtbar

Farbe
Arbeitstemperatur, min.
Arbeitstemperatur, max.
Lagertemperatur, min.
Lagertemperatur, max.
Leuchtmittelfassung

Vibrationsfestigkeit nach Norm
IEC 60068-2-6

Schockfestigkeit gem. Norm |EC
60068-2-27

Verpackungseinheit
Nettogewicht
Regellieferzeit
Umweltbestandigkeit

RoHS konform
REACH konform
MOQ Auftrag

ja

hellgrau

-25°C

55 °C

-40 °C

85 °C

W 2 x 4,6d

10 g bei 20 - 500 Hz

50 g bei 11 ms Amplitude halbsinusférmig

5 Stick

7449

3 Wochen

|IEC 60068-2-14
|IEC 60068-2-30
IEC 60068-2-33
IEC 60068-2-78
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Direkte Links

> RAFI eCatalog

The information in this data sheet only contains general descriptions and / or performance features, which may not apply precisely as
described to the respective application, and which my change due to further product enhancements. The technical data, illustrations and
other information about our products are the mere results of individual technical testing. These descriptions and other product features are
only binding if they expressly agreed upon at the time of the conclusion of a binding contract. In all other cases, we reserve the right to
make technical changes as well as changes of availability. Pictures and other graphic illustrations are approximations only. All product names
may be trademarks or brand names of the RAFI Group or any other sub-supplier of RAFI. The use of such by any third parties for their own
purposes may infringe the rights of the respective entity holding those rights.
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> EinbaumaBe
Einbautiefe
AuRenmal’ Lange
Aufdenmald Breite
Aufdenmal’ Hohe

> Mechanische Kennwerte
Befestigung
Anschluss rlckseitig
Lotbarkeit

44,7 mm
22.2 mm
22.2 mm
34.4 mm

Verrasten
Flachsteckanschluss 2,8 x 0,8
Nein
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The information in this data sheet only contains general descriptions and / or performance features, which may not apply precisely as
described to the respective application, and which my change due to further product enhancements. The technical data, illustrations and
other information about our products are the mere results of individual technical testing. These descriptions and other product features are
only binding if they expressly agreed upon at the time of the conclusion of a binding contract. In all other cases, we reserve the right to
make technical changes as well as changes of availability. Pictures and other graphic illustrations are approximations only. All product names
may be trademarks or brand names of the RAFI Group or any other sub-supplier of RAFI. The use of such by any third parties for their own

purposes may infringe the rights of the respective entity holding those rights.

Stand: 17.11.2020 Seite: 2/3

RAFI GmbH & Co. KG

Ravensburger Str. 128-134
88276 Berg / Ravensburg
Germany

www.rafi.de, info@rafi.de


http://www.rafi.de
http://www.rafi.de
http://www.rafi.de

Technisches Datenblatt

1.71.212.001/0000

Zeichnungen

A

System-Zeichnung

The information in this data sheet only contains general descriptions and / or performance features, which may not apply precisely as
described to the respective application, and which my change due to further product enhancements. The technical data, illustrations and
other information about our products are the mere results of individual technical testing. These descriptions and other product features are
only binding if they expressly agreed upon at the time of the conclusion of a binding contract. In all other cases, we reserve the right to
make technical changes as well as changes of availability. Pictures and other graphic illustrations are approximations only. All product names
may be trademarks or brand names of the RAFI Group or any other sub-supplier of RAFI. The use of such by any third parties for their own
purposes may infringe the rights of the respective entity holding those rights.
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