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Jumper; 3-way: insulated:; light gray W E u
https://www.wago.com/2004-403

Color:.light gray Similar to illustration

Ratings per IEC/EN Ex information
Nominal voltage (IlI/3) 800V Rated current (Ex e Il) 30A
Rated current 32A

Width 16.5mm/0.65 inches
Height 4.1 mm/0.161 inches
Depth 19 mm/0.748 inches
Jumper assignment 1-2-3

Note (material data)
Information on material specifications can be found here

Color light gray
Material group |

Insulation material Polyamide (PA66)
Flammability class per UL94 VO

Fire load 0.011MJ

Weight 229

Processing temperature -35...+85°C
Continuous operating temperature -60...+105°C
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Commercial data

WAGD

Product Group 22 (TOPJOBS)
eCl@ss 10.0 27-14-11-40
eCl@ss 9.0 27-14-11-40
ETIM 8.0 EC000489
ETIM7.0 EC000489
PU (SPU) 25 pcs
Packaging type Bag
Country of origin DE
GTIN 4055143699761
Customs tariff number 85366990990
Approvals / Certificates
Declarations of conformity and manufacturer's declarations
o
READY

Approval Standard Certificate Name
Railway - Railway Ready
WAGO GmbH & Co. KG

Subject to changes. Please also observe the further product documentation!

Current addresses can be found at: www.wago.com
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