
AC 166® G 3 pole

Plugs and Sockets, flat

Description Item Order Number PU

Plugs

Coding 1 (L PE N) AC 166 GSTPF/ 3 white 162553 200

AC 166 GSTPF/ 3 black 162563 200

Coding 3 (L PE N) AC 166 GSTPF/ 3 light red 162563R 200

Sockets

Coding 1 (N PE L) AC 166 GBUPF/ 3 white 165553 200

AC 166 GBUPF/ 3 black 165563 200

Coding 3 (N PE L) AC 166 GBUPF/ 3 light red 165563R 200

Connection: clamping spring contacts, 2 clamping units per pole
conductor size 0.5 - 2.5 mm²
solid or flexible, sealed
conductor size 0.5 - 1.5 mm²
flexible with ferrules
cable outlet
2 round conductors 3 x 1.5 mm²: Ø 7.5 - 8.5 mm
2 round conductors 3 x 2.5 mm²: Ø 9.5 - 10.5 mm

Torque screw: M3: D max. 0.5 Nm (strain relief upper part)
C2.9: D max. 0.5 Nm (strain relief bottom part)

Stripping length: 8 - 9 mm
Dismantling length: 42 mm (PE), 35 mm (L N)
Important approvals: VDE, UL
Accessories: latches, locking pins (page 53), connecting links

(page 31), , distributing blocks (page 29, 30),
Upon request: printed with "5 kV", different housing screws

Built-in Plugs / Sockets 0.5 - 1.2 mm

Description Item Order Number PU

Plugs without Latches

Coding 1 (L PE N) AC 166 GEST/ 3 white 168753 200

AC 166 GEST/ 3 black 168763 200

Plugs with Latches

Coding 1 (L PE N) AC 166 GEST/ 3 white with VSE 168753V 200

AC 166 GEST/ 3 black with VSE 168763V 200

Sockets without Latches

Coding 1 (N PE L) AC 166 GEBU/ 3 white 168853 200

AC 166 GEBU/ 3 black 168863 200

Sockets with Latches

Coding 1 (N PE L) AC 166 GEBU/ 3 white with VSE 168853V 200

AC 166 GEBU/ 3 black with VSE 168863V 200

Latches, separately

AC 166 VSE white 169453 100

AC 166 VSE black 169463 100

Connection: clamping spring contacts, 2 clamping units per pole
conductor size 0.5 - 2.5 mm²
solid or flexible, sealed
conductor size 0.5 - 1.5 mm²
flexible with ferrules

Wall thickness housing: 0.5 - 1.2 mm
Stripping length: 8 - 9 mm
Important approvals: VDE, KEMA, UL
Accessories: protective caps, connecting links (page 31), latches,

locking pins (page 53), distributing blocks (page 29)
Upon request: different polyamides (in particular glow wire to

EN 60335-1), coding 3 light red

26 Full data sheets on www.adels-contact.de


