RANDELMUTTER o
KNURLED NUT (© tastpoint

Material: Stahl / Stee/ Alle MaRe sind in mm. / All dimensions are in mm.
Oberflache: verzinkt A2K / Surface: zinkt plated A2K DIN 466 & DIN 467 / DIN 466 & DIN 467

Auf Anfrage auch in Aluminium und Edelstahl / on special request in Aluminium and stainless steel

10874MC94 12,0 DIN 466

10875MC94 16,0 8,0 M4 9,5 3,5 DIN 466 100
10876MC94 20,0 10,0 M5 11,5 4,0 DIN 466 100
10877MC94 24,0 12,0 M6 15,0 5,0 DIN 466 100
10878MC94 30,0 16,0 M8 18,0 6,0 DIN 466 100
10879MC94 36,0 20,0 M10 23,0 8,0 DIN 466 100
10880MC94 12,0 6,0 M3 3,0 2,5 DIN 467 100
10881MC94 16,0 8,0 M4 4,0 35 DIN 467 100
10882MC94 20,0 10,0 M5 5,0 4,0 DIN 467 100
10883MC94 24,0 12,0 M6 6,0 5,0 DIN 467 100
10884MC94 30,0 16,0 M8 8,0 6,0 DIN 467 100
10885MC94 36,0 20,0 M10 10,0 8,0 DIN 467 100
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