Mechanisch betdtigte Ventile

Mechanically Actuated Valves'



Mechanisch betatigte Ventile,

Typ 79/81, NW 2

Stahlschieber-Ventile

e verschiedene Betatigungsmaglich-
keiten (StoBel, Knopf, Tastrolle
mit/ohne Leerriicklauf fir Tastenauf-

sdtze)
® mit/ohne Vorsteuerung
e NW 2 mm

Technische Daten:

Diese beziehen sich auf alle Stahlschie-
ber-Ventile NW 2. Abweichungen hier-
von, bedingt durch unterschiedliche Betd-
tigungsarten, sind gesondert zu den ein-
zelnen Betdtigungsarten aufgefihrt.

Druckbereich: ~ 0-10 bar

Nennweite: 2 mm

Funktion: 3/2-und 5/2-Wege

Umgebungs-

temperatur: -10°C ...+ 70 °C*
(fir Blendeventile
0°C...+70°C)

Werkstoffe: Gehduse: Allegierung

Gehdusedeckel: Zink-
legierung oder
Makrolon
Steuerschieber: Stahl,
gehartet, korrosionsbe-

standig
Schmiermittel: Shell Tellus C10 oder
gleichwertig
Einbaulage: beliebig
Druckmittel-
anschluss: M5
Medium:*

Gefilterte (5 pm), gedlte oder gefilterte
nicht gedlte Druckluft oder andere gasfor-
mige Medien mit zul@ssiger Viskositét
nach ISO-VG 10.

*  Siehe Technische Information

Kuhnke Pneumatikkatalog

Qnl[l/min]

300

250

200

150

100

50

kv=1,80 I/min (NW 2)

'
yd

0
0123456789101112

P2[bar]

1-106

Mechanically Actuated Valves

Type 79/81, 2 mm Oirifice

Steelspool-Valves

¢ different actuating modes (plunger,
pushbutton, two way/one way lever,
control panel actuators)

e with/without pressure controled

* 2 mm orifice

Technical Data:

This refers to all steelspool-valves with

2 mm orifice. Variations, due to different
modes of operations are specifically indi-
cated in the section describing the differ-
ent available actuations.

Pressure range: 0- 10 bar

Nominal orifice: 2 mm

Function: 3/2-and 5/2-way

Ambient tempera-

ture range: -10°Cto + 70 °C*
(for aperture-valves
0°Cto + 70 °C)

Materials: housing: aluminium-
alloy
valve end caps: zinc
alloy or Makrolon
spool and liner: steel,
hardened, corrosion-
resistant

Lubricant: Shell Tellus C10 or
equivalent

Mounting: any position

Pressure

connection: M5

Operating medium:*
5 micron filtered, lubricated or non-lubri-
cated compressed air; also suitable for

other media conforming to ISO-VG 10.

*  See Technical Information
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Mechanically Actuated Valves Type 79

Mechanisch betatigte Ventile Typ 79
2 mm Oirifice

NW 2

3/2-Wege Stahlschieber-Ventile 3/2-Way Steelspool-Valves

Betatigung: Stofel Actuation: plunger
Druckknopf pushbutton
Rickstellung: Feder Return: spring

Betdtigungskraft ca. 8 N Actuating force approx. 8 N

Bestell-Nr. Order No.
Stahlschieber-Ventile Betdtigung Actuation Steelspool-valves
79.020 StoBel CEZI\M Plunger 79.020
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