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MT204-S
Machine tester
Features
• PE resistance measurement
• Loop / mains impedance measurement
• Insulation resistance measurement
• Residual voltage measurement
• High voltage test

Product information
• Data memory for approx. 2000 

measurement results
• Integrated interface (USB 2.0) for 

transfer of measurement results to PC
• Separate interface (USB 2.0) for 

connection of USB barcode reader, 
USB keyboard or USB memory stick

• Graphic LC-Display for measurement 
values, limit values and test parameters 

• Connection diagrams and limit values 
in the instrument cover

• One pair of sockets and test leads only 
for all measurement functions

• Compensation of test lead’s resistance 
for earth bond resistance and loop 
impedance measurement

• High-voltage test can be locked by 
using the protection key switch

• Visual and acoustic limit value display

Product highlights
• Earth bond resistance measurement 

with 10 A AC or 0.2 A AC
• Loop / mains impedance measurement 

up to 440V
• Display of prospective short circuit 

current
• Insulation resistance measurement 

with 250 V to 500 V test voltage 
(adjustable)

• Residual voltage measurement Display 
of the discharge voltage / discharge 
time

• Integrated high-voltage test (can be 
switched off by means of a key switch)

• Easy operation using the rotary switch 
and the START/STOP button

Technical specifications
Display Graphic LC-Display 128x 64 Dots
PE (earth bond) resistance (10 A) 0,00...20,00 O / 0,01 O
Max. Test current / voltage  >10 A / >4 V AC
PE (earth bond) resistance (0,2 A) 0,00...4,00 O / 0,01 O
Test current / voltage >0,2 A / >4 V AC
Loop impedance 0,00...20,00 O / 0,01 O
Test current 20 A (10 ms) at 230V
Voltage range 190...440 V
Short circuit current 11,5 A...23 kA
insulation resistance 0,00...100,0 MO 0,01 MO, 0,1 MO
Test voltage / current 250 V...500 V
residual voltage
Voltage measuring range 0,0...400 V AC/DC
Measuring time 1s, 5s
Time range 0...300s
High voltage test
Test voltage / current 1000 V / 50 mA AC
Tripping current 5, 10, 25, 50 mA (adjustable)
General
Memory up to 2000 measured values
Interfaces (USB 2.0) PC, Barcodescanner und Tastatur
Limit value indication  visually and acoustically
Safety Cert.  DIN VDE 0411-1, IEC/EN 61010-1, DIN VDE 0413/EN 61557 Teile 2, 3, 4
Measurement category CAT IV/300 V, CAT III/600V
Protection category IP 40
Mains power supply 230 V ?10%, 50 Hz
Size (W x L x H) 340 x 310 x 170 mm
Weight ca. 7 kg

Included: 1x Machinery-Tester MT 204-S, 1x HV function lock key, 1x Mains cord (Schuko), 1x Mains cord (Swiss), 1x Mains cord (UK), 2x Safety test leads 2 
m, 2x Safety test lead extensions 10 m, 2x Alligator Clips, 1x USB interface cable, 1x CD with USB drivers and instruction manual, 1x User manual

New Beha-Amprobe Machine 
Tester Coming Soon.
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