Product data sheet

Characteristics

NSYCVF35M230
Motor ventilator 35 m3/h 230V

Complementary

Main

Range ClimaSys
Product name ClimaSys CV
Product or component Fan motor

type

Flow rate

Input voltage

Free flow rate: 35 m3/h at 50 Hz
230V 50/60 Hz

Absorbed power 16 W 50 Hz
14 W 60 Hz
Noise level < at 32dB

Height 80 mm external:
Width 80 mm external:
Depth 25 mm external:
Cut-out dimensions @78 mm
Device composition 1 axial motor
Packing Units

Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Height 3.0cm
Package 1 Width 10.0 cm
Package 1 Length 10.0 cm
Package 1 Weight 248.09g

Offer Sustainability

Sustainable offer status

Green Premium product

REACh Regulation

i

REACh free of SVHC Yes

EU RoHS Directive Compliant &
Mercury free Yes

China RoHS Regulation &

RoHS exemption information i2
Environmental Disclosure &
Circularity Profile 2
Contractual warranty

Warranty 18 months

May 9, 2023

Lifels®n | Schneider
PElectric

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP110717EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1107017EN

