
PREMIUM PLASTIC LITHIUM & ALKALINE CELL HOLDERS
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SI'ECII'lCATIONS

Base: PBT, UL Rated 94V~0

Retainer Cover: PBT. UL Rated 94V-0

Contacts: .012 (.30) thick Spring Steel,
Tin Nickel Plate

FEATURES

• Snap-In PC contact holrJs in position for wave soldering

• Tin Nickel Plated contacts for excellent solderability and durability

• Polarity clearly marked for orientation

• Low Profile, space-saving

• Snap-on retainer cover (optional) retains battery sccurely to withstand

shock and vibration. Helps protect against shmting. Tan'per··proof.
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APPLICAflONS

• Computer memory, power transfer and back-up systems

• Video and telecommunications power back-up requirements

• Preprogrammed video and electronic games

• Microprocessor, microcomputers. minicomputers. notebook, laptop and

bandl1eld computer memory hold applicailons

m Emergency power systems

• Residentiai. inrillstrial and comrnercial security and fire alarm systems

Al)DIfIONAL l;PEClflC{(flONS

Steei Holders: Refer to page 13

A!iJIninum Hoiders: Refer to page 15

• Available in stee! and aillminum

• Ideal for plltlishing applications

• Sturdily construeted of quality materials

• Contacts marle from Brass, Nickel Plate
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OIA, CEllSONIC(G.E.)

1103

221031"112 AA".510x .900 (13.0x 25.1) I Px28LGR14250GR14250SE

1105

221051"112 A".611X .866 (15.5X 22.0) I-BR-112A-
132

31314"2/3 N'661 X 1315 (16.8 x 334) I OL-213ABR-213ACR17335SE
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RIJGGED STEEL & ALIJMINUM LITHIUM CELL HOLDERS
STEH HOLDERS I
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BATTERV CROSS REFERENCE

i

Eveready: 544, Ouraeell: PX28l, Kodak: K28A & KS28,
!1.360 (345)

.610 (15.5)6110 (15.3)1030 (26.2)
1160 (28.5) 11150 (28.5)

.278 (71)"112 AA"Panasunic: GH14250, Saft: LGP:1,EleG!rDchem: :16855.

i
MaKelI: 4LR44, Sanyo: GR14250SE

!
"AA"

Eveready: EO,EV15,E01, E177,505, 1015, Duraeell: ZM9, NC15, I
1028

I028C2.360 (590)1.610 (40.9).640 (16.3)2.0:10 (51.6)2.160 (54.9) I 2160 (54.9).279 (7.1)
M15F,TR177,M505, MN1500,PC1500,Panasonie: UM-3 & 51P-45AA, Sanyo: N-600M & N-700M, Rayovae: 5AA, 7M, 615,815

1029

1029C

1700 (43.2)
950 (24.1)

.720 (18.3) 1,.375 (311.9)

1.500 (38.1)1.500 (38.1).320 (8.1)"213 AnDuraeell: Ol2/3A, Panasonie: CR123A, Saft: 450SG &VR0450, I
Hl29lG

Eleelmehem: 38793 & 36050, Sanyo: GR17335SE,Kodak: K123q
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6 VOLT LITHIUM CELL HOLDERS

Te!(718) 956-8900 • Fax (718) 956-9040

(800) 221-5510 • kec@keyelco.com
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KEVSTONE'
RoHS COMPLiANT - ISO 9001 CERTIFIED

223224

• Polarizing Tab for proper orientation

• Lightweight. ideal for rugged applications

• DL223A Oi' Eqllivalent Batteries

SPEC1RCATIONS

Frame: Ailiminum 2024-13 Terminals: Brass, Tin Plote

Spring Contaets: .025 (.64) Dia. Spring Steel. Nickel Plale


