technical data sheet
1.30.076.721/0000 RAF.

RAFIX 16, MICROMEC keylock switch, round collar, 2 x 40°,
momentary contact function, key removal position 0

fields of application special features

> Measurement-control-regulation > SchlUsselschalter in diversen Drehwinkel-
> Electrical engineering Varianten und Schlissel-Abzugsstellungen
> Mechanical and system engineering > Robust — auch fir die Bedienung mit

> Industrial robots Handschuhen geeignet

> Enge Anreihung der Betatiger méglich, da
Verdrahtungsaufwand axial von hinten

> Schutzgrad: IP 65 frontseitig

» Einbaudurchmesser 16,2 mm

> Separate Schaltelemente UNIVERSAL
erforderlich

> Schaltelemente mit Silberkontakten (max.
250V /6 A) oder Goldkontakten (max. 35
V /0,25 A)

> Anschlussarten Schaltelemente:
Schraubanschluss, Steckanschluss,
Leiterplatten-Stecksockel

> Die Schaltelemente werden aufgerastet
und kénnen durch Drehung wieder

demontiert werden.

© (€ @

description

RAFIX Befehlsgerate sind modulare Einheiten bestehend aus mehreren Teilen, Bei der RAFIX 16 Familie bestehen sie immer aus
Betatigungselement und Schaltelement. Betatigungselemente (wie Schlisselschalter) besitzen die angegebene Taktilitat,
Rickstellung und Funktion nur in Zusammenbau mit den jeweils geeigneten Schaltelementen.

Bei RAFIX 16 Betatigungselementen kdnnen Sie zwischen drei Bundformen wahlen: rund, quadratisch oder quadratisch anreihbar, bei
der die Taster nahtlos aneinander gereiht werden kénnen. Der Einbaudurchmesser ist gemaf} dem Standard 16,2 mm. Die
Verdrehschutznase kann bei Bedarf einfach mit einem Schraubendreher entfernt werden.

Die von uns verwendeten SchlieRsysteme wurden nach Norm DIN EN 1303 von namhaften Schlossherstellern erstellt. Es sind
offene, mechanische Systeme welche je nach Umgebungsbedingungen eine gelegentliche Pflege des Maschinen- oder
Anlagenbetreibers bendtigen.

The information in this data sheet only contains general descriptions and / or performance features, which may not apply precisely as RAFI GmbH & Co. KG
described to the respective application, and which my change due to further product enhancements. The technical data, illustrations and
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make technical changes as well as changes of availability. Pictures and other graphic illustrations are approximations only. All product names Germany
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A

> general
illuminated
Collar shape
Operating temperature, min.
Operating temperature, max.
Storage temperature, min.
Storage temperature, max.
Scope of delivery
Protection class
Packaging
Packaging unit
standard delivery time

Environment resistance

Operating life
Degree of protection, front side,
according to DIN EN 60529
RoHS compliant
REACH compliant
MOQ order

> mounting diameters
Mounting hole
Mounting depth
Installation height
Grid, min.
Outside dimension, length
Outside dimension, width
Outside dimension, height
Collar dimension

> mechanical data
Actuation function
Operating torque
Locking position
Number of locking positions
Key lock
Key removal position
Rotating angle
Fixing
Threaded ring torque, max.

No
round
-25°C
70 °C
-40 °C
85°C
2 keys
Il

Box

2 pcs.
3 weeks

|IEC 60068-2-14
|IEC 60068-2-30
IEC 60068-2-33
IEC 60068-2-78

65,000 Cycles
P65

Yes
Yes
10

16.2 mm
44.7 mm
27.95 mm
25 x25 mm
24.95 mm
24.95 mm
47.15 mm
@ 24,95 mm

momentary contact function
1.3 Nm

1

500

Micromec

0

2 x40°

Threaded ring

1.2 Nm

direct links

> RAFI eCatalog
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