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TAPERED AND RELIEVED HEAD

8136–8168
Ideal for use in  
confined spaces 
and for rework

Ultra-Flush®FlushMicro-Bevel®

Ultra-Flush®FlushMicro-Bevel®

Part no. EAN code
731415+

A
mm / inch

B
mm / inch

C
mm / inch

D
mm / inch

F
mm / inch

Capacity
mm / inch

Bevel /  
Cut result

Lead catcher
option

Weight  
grams

Pack qty

8136 * 108.0 / 4.25 8.0 / 0.31 8.0 / 0.31 5.0 / 0.2 0.6 / 0.02 0.1–0.8 / 0.004–0.03 Micro-Bevel®  43 10

8137 * 108.0 / 4.25 8.0 / 0.31 8.0 / 0.31 5.0 / 0.2 0.6 / 0.02 0.1–0.8 / 0.004–0.03 Flush  43 10

8138 * 108.0 / 4.25 8.0 / 0.31 8.0 / 0.31 5.0 / 0.2 0.6 / 0.02 0.1–0.5 / 0.004–0.02 Ultra-Flush®  43 10

8146 0051076 110.0 / 4.33 10.0 / 0.39 10.0 / 0.39 6.0 / 0.24 0.8 / 0.03 0.2–1.0 / 0.01–0.04 Micro-Bevel®  46 10

8147 0051083 110.0 / 4.33 10.0 / 0.39 10.0 / 0.39 6.0 / 0.24 0.8 / 0.03 0.1–1.0 / 0.01–0.04 Flush  46 10

8148 0051090 110.0 / 4.33 10.0 / 0.39 10.0 / 0.39 6.0 / 0.24 0.8 / 0.03 0.1–0.8 / 0.01–0.03 Ultra-Flush®  45 10

8156 0051212 112.5 / 4.43 12.5 / 0.50 12.5 / 0.50 6.0 / 0.24 1.2 / 0.05 0.3–1.25 / 0.01–0.05 Micro-Bevel®  49 10

8157 0052127 112.5 / 4.43 12.5 / 0.50 12.5 / 0.50 6.0 / 0.24 1.2 / 0.05 0.2–1.25 / 0.01–0.05 Flush  49 10

8158 0052134 112.5 / 4.43 12.5 / 0.50 12.5 / 0.50 6.0 / 0.24 1.2 / 0.05 0.2–1.0 / 0.01–0.04 Ultra-Flush®  49 10

8166 * 125.0 / 4.92 16.0 / 0.63 16.0 / 0.63 8.0 / 0.31 1.6 / 0.06 0.4–1.5 / 0.02–0.06 Micro-Bevel®  52 10

8167 * 125.0 / 4.92 16.0 / 0.63 16.0 / 0.63 8.0 / 0.31 1.6 / 0.06 0.3–1.5 / 0.01–0.06 Flush  52 10

8168 * 125.0 / 4.92 16.0 / 0.63 16.0 / 0.63 8.0 / 0.31 1.6 / 0.06 0.3–1.25 / 0.01–0.05 Ultra-Flush®  51 10

* Tool manufactured to order. Please contact Lindström for more information.

	 80 SERIES DIAGONAL CUTTERS

• 	 Material: High performance alloy steel  

• 	 Exacting induction hardened edges 63–65 HRC

• 	 ESD safe handles in synthetic material with leaf springs  

• 	 Precision screw joint that minimizes friction and 
maximizes alignment of cutting edges  

• 	 Cutting capacity is listed for solid copper wire
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TAPERED HEAD

8133–8165

Part no. EAN code
731415+

A
mm / inch

B
mm / inch

C
mm / inch

D
mm / inch

F
mm / inch

Capacity
mm / inch

Bevel /  
Cut result

Lead catcher
option

Weight  
grams

Pack qty

8133 * 108.0 / 4.25 8.0 / 0.31 8.0 / 031 5.0 / 0.2 0.6 / 0.02 0.2–1.0 / 0.008–0.04 Micro-Bevel®  43 10

8134 * 108.0 / 4.25 8.0 / 0.31 8.0 / 0.31 5.0 / 0.2 0.6 / 0.02 0.1–0.8 / 0.004–0.03 Flush  43 10

8135 * 108.0 / 4.25 8.0 / 0.31 8.0 / 0.31 5.0 / 0.2 0.6 / 0.02 0.1–0.5 / 0.004–0.02 Ultra-Flush®  43 10

8143 0051021 110.0 / 4.33 10.0 / 0.39 10.0 / 0.39 6.0 / 0.24 0.8 / 0.03 0.2–1.25 / 0.01–0.05 Micro-Bevel®  46 10

8144 0051045 110.0 / 4.33 10.0 / 0.39 10.0 / 0.39 6.0 / 0.24 0.8 / 0.03 0.2–1.25 / 0.01–0.05 Flush  46 10

8145 0051052 110.0 / 4.33 10.0 / 0.39 10.0 / 0.39 6.0 / 0.24 0.8 / 0.03 0.1–1.0 / 0.01–0.04 Ultra-Flush®  46 10

8153 0051205 112.5 / 4.43 12.5 / 0.50 12.5 / 0.50 6.0 / 0.24 1.2 / 0.05 0.3–1.6 / 0.01–0.06 Micro-Bevel®  49 10

8154 0052103 112.5 / 4.43 12.5 / 0.50 12.5 / 0.50 6.0 / 0.24 1.2 / 0.05 0.2–1.6 / 0.01–0.06 Flush  49 10

8155 0052110 112.5 / 4.43 12.5 / 0.50 12.5 / 0.50 6.0 / 0.24 1.2 / 0.05 0.2–1.25 / 0.01–0.05 Ultra-Flush®  49 10

8163 0051342 125.0 / 4.92 16.0 / 0.63 16.0 / 0.63 8.0 / 0.31 1.6 / 0.06 0.4–2.0 / 0.02–0.08 Micro-Bevel®  88 10

8164 0052141 125.0 / 4.92 16.0 / 0.63 16.0 / 0.63 8.0 / 0.31 1.6 / 0.06 0.3–2.0 / 0.01–0.08 Flush  88 10

8165 0052158 125.0 / 4.92 16.0 / 0.63 16.0 / 0.63 8.0 / 0.31 1.6 / 0.06 0.3–1.6 / 0.01–0.06 Ultra-Flush®  88 10

* Tool manufactured to order. Please contact Lindström for more information.

Ideal for assem-
bly work where 
accessibility is a 
consideration


