
LS197 

LS363 

SS750LS 
Low Static Universal SOLDAPULLT0 

• Powerful vacuum
• Low static barrel
• Single-handed loading system
• Adjustable loading stroke to reduce hand strain
• Replacement Tip: LS751
• • • • • • • • • • • • • • • • • • • • 

AS196 
SILVERSTAT S0LDAPULLT0 

• Static safe conductive plating
• Designed for heavy duty, high volume applications
• High efficiency, durable construction
• Retractable shaft guide for portability and easy storage
• Replacement Tip: LS197

• • • • • • • • • • • • • • • • • • • • • • 

DS017LS 
Low Static Deluxe SOLDAPULLT® 

• Molded from conductive material
• High efficiency and durable construction
• Retractable shaft guide for portability

and easy storage
• Replacementnp: LS197

••••••••••••••••••••••• 
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Replacement Tip 

.125"/3.2mm L;;;; .536"/13.6mm 

.125"/3.2mm L;;;; .536"/13.6mm 

LS751 i.d.;;;; .100"/2.5mm L;;;; .875"/22.2mm 

0-Ring

00531 

OB207 (use for replacement tiplet) 

05130 

... the power of precision 

SS350 
Low Static Universal SOLDAPULLT0 

• Powerful vacuum
• Low static barrel
• Single-handed loading system
• Adjustable loading stroke to reduce hand strain
• Replacement Tip: LS363
• • • • • • • • • • • • • • • • • • • • 

SS343 
Static-Safe Challenger SOLDAPULLT® 

• Long tapered tip for greater visability
• One handed operation
• Designed for tight, heavily populated circuit boards
• Replacement Tip: LS915

••••••••••••••••••••• 

SOLDAPULLT®
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Use OL 111 0-Ring Lube for Lubrication 
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