
Data sheet
 

 

Creation date April 13, 2018 9:37:46 AM CEST

  Catalogue status 06.04.2018 / We reserve the right to make technical changes. 1

ESG
ESG 6.6/11 BHZ 5.00/02

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Type ESG 6.6/11 BHZ 5.00/02
Order No. 1082490000
Version ESG, Device markers x 6.6 mm, PA 66, Colour:

White
GTIN (EAN) 4032248845330
Qty. 200 pc(s).
compatible printer 1324380000
 

 

 

Accessories for the analogue signal processing products:
• End plates: for components with terminal-block design
• Retaining clips: for mounting IP6X signal isolators and

displays
• Calibration devices: for calibrating and setting analogue

signal converters
• MICRO interface: for direct transmission to a controller

thus minimizing the wiring overhead
• markers
• Programming adapter: for configuring PC-configurable

modules
• Cross-connector
• Power supply modules / power supplies
• Optional connection terminals and cold-junction

compensation terminals

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1082490000
'http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1324380000


Data sheet
 

ESG
ESG 6.6/11 BHZ 5.00/02

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.comTechnical data

 

 

Creation date April 13, 2018 9:37:46 AM CEST

  Catalogue status 06.04.2018 / We reserve the right to make technical changes. 2

Dimensions and weights
 
Width 6.6 mm   Width (inches) 0.26 inch
Height 11 mm   Height (inches) 0.433 inch
Depth 0.8 mm   Depth (inches) 0.031 inch
Net weight 0.43 g    
 

Temperatures
 
Operating temperature range, max. 100 °C   Operating temperature range, min. -40 °C
 

Classifications
 
ETIM 3.0 EC001288   ETIM 4.0 EC001288
ETIM 5.0 EC001288   ETIM 6.0 EC001288
UNSPSC 55-12-16-00   eClass 6.2 27-14-91-29
eClass 7.1 27-14-91-29   eClass 8.1 27-14-91-03
eClass 9.0 27-40-06-29   eClass 9.1 27-40-06-29
 

Approvals
 
ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 2 PORTFOLIOGUIDE EN
Engineering Data EPLAN, WSCAD
Software M-Print PRO configuration file
 

http://download.weidmueller.com/asset/download/file//39473
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//36113
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