Schneideisen DIN EN 22568 EVENTUS
Circular Dies DIN EN 22568

Metrisch | Metric
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§ Technische Information Technical Information

(3] HSS = Hochleistungsschnell-Stahl HSS = High-speed-steel

= DIN 223 B e Fir metrisches ISO-Gewinde DIN 13, Toleranz B6g DIN 223 B e For metric ISO-thread DIN 13, tolerance Bg
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é Anwendung Application

S Schneideisen zum Schneiden von AuBengewinden. Circular Dies for cutting external threads.
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M 1,0 0,25 0,97 16/5 10416
M 1,1 0,25 1,07 16/5 10417
M 1,2 0,25 1,17 16/5 10418
M 14 0,30 1,36 16/5 10419
M 1.6 0,35 1,54 16/5 10420
M 1,7 0,35 1,64 16/5 10421
M 1.8 0,35 1,74 16/5 10422
M 20 0,40 1,93 16/5 10423
M 25 0,45 2,43 16/5 10424
M 3,0 0,50 2,92 20/5 10401
M 4,0 0,70 3,91 20/5 10402
M 50 0,80 4,90 20/7 10403
M 6,0 1,00 5,88 20/7 10404
M 8,0 1,25 7,87 25/9 10405
M 10,0 1,50 9,85 30/ 11 10406
M 12,0 1,75 11,83 38/14 10407
M 14,0 2,00 13,82 38/14 10408
M 16,0 2,00 15,82 45/18 10409
M 18,0 2,50 17,79 45/18 10410
M 20,0 2,50 19,79 45/18 10411
M 22,0 2,50 21,79 55/22 10412
M 24,0 3,00 23,77 55/22 10413
M 27,0 3,00 26,77 65/25 10414
M 30.0 350 29.73 65/25 10415
Metrisch fein | Metric fine
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Mf 3,0 0,35 2,94 20/5 10514
Mf 4,0 0,35 3,94 20/5 10515
Mf 5,0 0,50 4,93 20/5 10516
Mf 6,0 0,75 5,90 20/7 10501
Mf 8,0 0,75 7.90 25/9 10502
Mf 8,0 1,00 7,83 25/9 10503
Mf 10,0 1,00 9,88 30/ 11 10504
Mf 12,0 1,00 11,88 38710 10505
Mf 12,0 1,50 11,85 38/10 10506
Mf 14,0 1,25 13,86 38710 10507
Mf 14,0 1,60 13,85 38710 10508
Mf 16,0 1,50 15,85 45/14 10509
Mf 18,0 1,50 17,85 45/14 10510
Mf 20,0 1,50 19,85 45/14 10511
Mf 22,0 1,50 21,85 55/16 10512
Mf 24.0 1.50 23.85 55 /16 10513

Weitere Abmessungen auf Anfrage lieferbar | Other sizes available on request




