
59 

TE
CH

N
IC

shop.esd-protect.de

Ionizing > Overhead devices

 - Overhead-device
 - Ionizing area 2 fans: 61 cm x 122 cm
 - Ionizing area 3 fans: 61 cm x 152 cm
 - Amount fans: 2 or 3
 - Air stream: 3 steps
 - Self balancing offset voltage: ±10V
 - Measurements 2 fans: 56,6 cm x 10 cm x 17 cm
 - Measurements 3 fans: 95 cm x 10 cm x 17 cm
 - Operating voltage: 220 V AC
 - Weight 2 fans: 3,2 kg  
 - Weight 3 fans: 4,5 kg

 - Overhead-device
 - Ionizing area 2 fans: 61 cm x 122 cm
 - Ionizing area 3 fans: 60 cm x 150 cm
 - Amount fans: 2 or 3
 - Air stream: 3 steps
 - Self balancing offset voltage: ±10V
 - Measurements 2 fans: 10 cm x 17 cm x 57 cm
 - Measurements 3 fans: 10 cm x 17 cm x 95 cm
 - Operating voltage: 220 V AC
 - Weight 2 fans: 3,2 kg 
 - Weight 3 fans: 4,5kg

Article-No. Description Fans

EP0402001 EMIT Overhead ionizer 2

EP0402003 EMIT Overhead ionizer 3

Article-No. Description Fans

EP0402002 EMIT Overhead ionizer with 1x LED 2

EP0402004 EMIT Overhead ionizer with 2x LED 3Characteristics: 
with light (700 Lumen per LED)

EMIT Overhead-Ionizer with LED

EMIT Overhead-Ionizer

Article-No. Description Fans

EP0402005 EMIT Overhead ionizer Zero Volt ZVI 2

EP0402006 EMIT Overhead ionizer Zero Volt ZVI 3

 - Overhead-device
 - Ionizing area 2 fans: 61 cm x 122 cm
 - Ionizing area 3 fans: 61 cm x 152 cm
 - Amount fans: 2 or 3
 - Air stream: 9 steps
 - Self balancing offset voltage: ±3V
 - Measurements 2 fans: 56,6 cm x 10 cm x 17 cm
 - Measurements 3 fans: 95 cm x 10 cm x 17 cm
 - Operating voltage: 220 V AC
 - Weight 2 fans: 3,2 kg  
 - Weight 3 fans: 4,5 kg 

Characteristics: 
 - Stainless steel version
 - EMIT-SIM-port

EMIT EVI-Overhead-Ionizer


