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Produkt / Prozess Änderungsmitteilung 
 
 
Sehr geehrter Kunde, 
 
um den aktuellsten Marktbedürfnissen gerecht zu werden, sind wir permanent dabei, unsere Produkte 
gemäß höchster Effizienz, Akkreditierungen und Qualitätsanforderungen zu verbessern.  
 
In diesem Zusammenhang hat Belden die Befestigungsschlaufe ausgewählter Schutzkappen 
modifiziert. Bitte lesen Sie den folgenden Text, um mehr Informationen zur Änderung zu erhalten. 
 
PCN Nummer: PCN-2018-04-09  Datum:  12.04.2018 
 
 __________________________________________________________________________________ 

Änderungstitel: Neue Befestigungsschlaufe für die Schutzkappen der CA- und CM-Serie 

Änderungsklassifikation: ___ gering ___ größer 

Änderungsinhalt: ___ Design ___ Rohmaterial ___ Verpackung ___ Firmware ___ Andere 
 __________________________________________________________________________________ 

Produktkategorie: Zubehör für die CA- und CM-Serie 

Betroffene Produkte: 

Von dieser Änderung betroffen sind die Schutzkappen der CA und der CM-Serie. Die betroffenen 
Artikelbezeichnungen und Materialnummern finden Sie in der Tabelle am Ende dieses Schreibens.  
 __________________________________________________________________________________ 

Änderungsdetails: 

Die Produktänderung beinhaltet die Modifikation der Schutzkappenschnur, die zur sicheren 
Befestigung der Schutzkappe im unmontierten Zustand dient. Im Rahmen der Produktänderung wird 
die bisherige Perlonschnur durch ein hinsichtlich Zugbeanspruchung, Handhabung und Optik 
verbesserte Kunststoffvariante ersetzt.  

Das hochelastische Befestigungsband ist so gestaltet, dass es sowohl in Verbindung mit frei-
konfektionierbaren als auch mit Einbausteckverbindern verwendet werden kann. Dient die 
Schutzkappe dem Verschluss eines frei-konfektionierbaren Steckverbinders, kommt die 
größenverstellbare Schlaufe zum Einsatz, mit welcher die Schutzkappe am Steckverbindergehäuse 
befestigt werden kann.  

Soll die Schutzkappe hingegen mittels einer Schraube positioniert und befestigt werden, kann die auf 
dem Befestigungsband platzierte Bohrung verwendet werden. In diesem Fall wird die variable 
Schlaufe nicht benötigt. Die Kennzeichnung am Band gibt Ihnen einen Hinweis darauf, wo Sie diese 
abtrennen können.  
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Aufgrund der Kombination aus fester Bohrung und variabler Schlaufe entfällt die Notwendigkeit 
zwischen einer Schutzkappenvariante für frei-konfektionierbare Steckverbinder und einer weiteren 
Variante für Einbausteckverbinder zu unterscheiden. Vielmehr kann die neue Schutzkappe flexibel für 
beide Steckverbindertypen verwendet werden.  

Aufgrund dessen werden wir die ursprüngliche Perlon-Variante mit fester Schlaufe zum Eintritt der 
Produktänderung aus dem Produktprogramm nehmen. Bitte lesen Sie dazu auch das 
Abkündigungsschreiben, das diesem Dokument beigelegt ist.  
 __________________________________________________________________________________ 

Änderungsgrund: 

Die Änderung dient der Verbesserung der Zugfestigkeit, Haptik und Handhabung bei einem zeitglich 
optimiertem optischem Design.  
 __________________________________________________________________________________ 

Auswirkungen der Änderungen: 

Form:   Verbessert 
Sitz:   Nicht betroffen 
Funktion:    Nicht betroffen 
Zuverlässigkeit:  Verbessert 
Andere:   Nicht betroffen 
 
 __________________________________________________________________________________ 

Implementierungsplan: 

Letztes Bestelldatum der Perlonvariante:   10.08.2018 

Letztes Auslieferungsdatum der Perlonvariante:   Voraus. 28.09.2018 
 
Belden hat eine begrenzte Anzahl an Schutzkappen mit Perlonschnur auf Lager, deren Verfügbarkeit 
wir bis voraussichtlich 28.09.2018 gewährleisten können. Sollten unsere Bestände vor diesem Termin 
aufgebraucht sein, behalten wir uns vor, Ihnen die neue Variante anzubieten.  
 __________________________________________________________________________________ 

Ersteller:  

Funktion Name 

Junior Product Manager Nina Baur  
 __________________________________________________________________________________ 

Kontakt für Fragen und Anregungen: 

Name Tel Fax Email 

Nina Baur +49-7127 14-1681 +49-7127 14-1125 Nina.Baur@Belden.com 
 
Addresse 

Stuttgarter Str. 45 – 51 Im Gewerbepark 2 
72654 Neckartenzlingen 58579 Schalksmühle 
Deutschland                                          Deutschland 
 __________________________________________________________________________________ 

Kommentare / Feedback:        
 
Bitte senden Sie jegliche Kommentare oder Anfragen für zusätzliche Informationen an den 
angegebenen Kontakt. 
 
 
 
 
 __________________________________________________________________________________ 
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Maßnahmen / Nächste Schritte : 

Bitte leiten Sie diese wichtige Information an Ihre Kunden weiter. Bitte informieren Sie auch Ihren 
Einkauf, die Entwicklung, die Produktabteilung oder andere Personen für die diese Änderungen von 
Wichtigkeit sein könnten. 

Distributoren werden gebeten diese Information an Ihre Kunden weiterzuleiten, die die betroffenen 
Produkte kaufen. 
 
 __________________________________________________________________________________ 
 

Verteiler-Liste: 

Sales/Marketing:   

Product Management:   

R&D:     

Operations:    

Spezifische Kunden:   

Andere:     
 
 

_________________________________________________________________________________ 
Mit freundlichen Grüßen, 
    

 
 
 
 

i.V. Joachim Kiera                i.A. Nina Baur 
Senior Manager Product Management          Junior Product Manager 
 
 ______________________________________________________________________________________________________  
 
Belden, Belden Sending All The Right Signals, Hirschmann, and the Belden logo are trademarks or registered trademarks of 
Belden Inc. or its affiliated companies in the United States and other jurisdictions. Belden and other parties may also have 
trademark rights in other terms used herein. 

Betroffene Artikel: 
 

Materialnummer Artikelbeschreibung 

831530400 CA 00 SD 1 
831529100 CA 00 SD 2 
831532400 CA 00 SD 3 
831531100 CA 00 SD 4 
831620100 CM 02 SD 14S 
831766100 CM 02 SD 20 
831621100 CM 06 SD 14S 
831767100 CM 06 SD 20 
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Product / Process Change Notification 
 

 
 
Dear Customer, 
 
in order to meet the latest market-demand and norm-requirements, we are constantly refining products 
in regards to effectiveness, accreditation and high quality. 
 
In this context, Belden modified the fixing string of defined safety caps. Please read the following text 
for more information.       
 
 
PCN No: PCN-2018-04-09  Date:  2018/04/12 

 

Change Title: New fixing strap for CA/CM safety caps 

Change Classification: _______ Minor ___ Major 

Change Item: ___ Design ___ Raw Material ___ Packaging ___ Firmware ___ Others 
 __________________________________________________________________________________ 

Product Category: Accessories for the CA- and CM-series 

Affected Product(s): 

Affected are the safety caps of the CA- and CM-series. Please find an overview over all affected 
material numbers and article descriptions in the table at the end of this document.  
 __________________________________________________________________________________ 

Details of Change(s): 

The product change implies the modification of the fixing string used to securely fasten the dust caps 
in an unmounted condition. In the course of the product change the so far used perlon string will be 
replaced by an elastic plastic band being improved regarding tensile stress, handling and appearance. 

The highly flexible fixing strap is designed in a way it can be used with both field-attachable and 
receptacle connectors. If the safety cap is used in combination with a field-attachable connector, the 
variable loop comes into action with which the cap is attached to the connector housing.  

If the cap shall in contrary be fastened with the aid of a screw, the borehole on the strap can be used. 
In that case the variable loop is not needed. The marking on the band indicatives where it can be cut 
off.  
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Due to the combination of borehole and size-adjustable loop it is no longer necessary to distinguish 
between a version for field-attachable connectors and another version for receptacles. Much rather 
can the new safety cap be used flexibly for both connector types.  

As a result the former perlon variant with fixed string will be discontinued when the product 
modification comes into action. Please read the end-of-life-notification being attached to this writing for 
further information regarding the discontinuation process. 
 __________________________________________________________________________________ 

Reason for Change(s): 

The product modification serves the purpose of improving the product’s tensile strength, handling and 
appearance.  
 __________________________________________________________________________________ 

Impact of Change(s): 

Form:  improved 
Fit:  not affected 
Function:   not affected 
Reliability:  improved  
Others:  not effected 
 __________________________________________________________________________________ 

Implementation Plan: 

Last order for perlon variant:  2018/08/10 

Last day of shipment prospectively 2018/09/28 

Belden has a limited number of safety caps with perlon string on stock with which can ensure delivery 
until prospectively September 29th 2018. In case of an earlier stock exhaustion we reserve the right to 
offer you the new version. 
 __________________________________________________________________________________ 

Originator:  

Job Title/Function Name 

Junior Product Manager Nina Baur  
 __________________________________________________________________________________ 

Contact for Questions & Concerns: 

Name Phone Fax Email 

Nina Baur +49-7127 14-1681 +49-7127 14-1125 Nina.Baur@Belden.com 
 
Address 

Stuttgarter Str. 45 – 51 Im Gewerbepark 2 
72654 Neckartenzlingen 58579 Schalksmühle 
Germany 
 __________________________________________________________________________________ 

Comments:        
 
Please send your or your customers comments or requests for additional information to the contact 
listed on the form. 
 
 __________________________________________________________________________________ 

Action: 

Please forward this important information to your customers. Also please inform your purchasing, 
development and product departments and other responsible persons of this change.  
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Distributors are advised to forward this information to their customers who are buying the 
listed products. 
 __________________________________________________________________________________ 

Distribution List: 

Sales/Marketing:   

Product Management:   

R&D:     

Operations:    

Specific Customer(s):   

Others:     
 

_________________________________________________________________________________ 
Kind regards, 
    

 
 
 
 

 
i.V. Joachim Kiera                  i.A. Nina Baur 
Senior Manager Product Management          Junior Product Manager 
 
 
 ______________________________________________________________________________________________________  
 
Belden, Belden Sending All The Right Signals, Hirschmann, and the Belden logo are trademarks or registered trademarks of 
Belden Inc. or its affiliated companies in the United States and other jurisdictions. Belden and other parties may also have 
trademark rights in other terms used herein. 
 
 

Affected Articles: 
 

Material number Article Description 
831530400 CA 00 SD 1 
831529100 CA 00 SD 2 
831532400 CA 00 SD 3 
831531100 CA 00 SD 4 
831620100 CM 02 SD 14S 
831766100 CM 02 SD 20 
831621100 CM 06 SD 14S 
831767100 CM 06 SD 20 
 


