kabe’tronik® quality at the highest level

v installation v RoHS v REACH v CE

Li5Y AwWG 24/19

PTFE stranded wire 600V, Type E

Order-No. 5719124

Application / Description

In the fields of industry, electronics and communications, where rough influences
e.g. temperature, steam, liquids, etc. make other kinds of cables useless.
Outstanding characteristics of PTFE are e.g.: solvent and ozone steadily / non water
absorption / weather-proof / not-inflammable

Variant data

O.D.
weight
Ag-weight
Cu-weigth

Construction / data

approx. 1,02 mm
5,2 kg/km

0,130 kg/km

2,3 kg/km

Conductor

Structure of conductor
Conductor dimension
AWG

Core insulation
Dimension

Technical characteristics

silver plated stranded copper wire
19 x 0,127 mm

0,24 gmm

24-19

PTFE-5Y

AWG 24/19

Temperature range
Bending radius static
Bending radius dynamic
Operating voltage
Testing voltage

Packaging

-65 °C to +200 °C
> 10 x O.D.

> 15 x O.D.

600 V

2.500 Vv



https://www.kabeltronik.de/en

Spools
Lower and upper lengths according to availability. Special packaging on request.

Add-on information

PTFE stranded wires are, amongst other things, characterized by small wall
thicknesses.
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