
For more information, visit http://asia.idec.comD-027

APEM

Switches & 
Pilot Lights

Control Boxes

Emergency 
Stop Switches

Enabling 
Switches

Safety Products

Explosion Proof

Terminal Blocks

Relays & Sockets

Circuit 
Protectors

Power Supplies

LED Illumination

Controllers

Operator 
Interfaces

Sensors

AUTO-ID

Em
ergency Stop Sw

itches

X6

XA

XW

XN

SEMI

ø22 XW Series Emergency Stop Switches

Non-illuminated Pushlock Pull / Turn Reset (Screw Terminal)

Shape NC Main 
Contact

NO Monitor 
Contact

Part No. ➀Operator 
Color CodeIP20 w/Terminal Cover

ø40mm Mushroom 1NC — XW1E-BV401MF➀ XW1E-BV401M➀

R: Dark red
RH: Bright red

2NC — XW1E-BV402MF➀ XW1E-BV402M➀

3NC — XW1E-BV403MF➀ XW1E-BV403M➀

4NC — XW1E-BV404MF➀ XW1E-BV404M➀

1NC 1NO XW1E-BV411MF➀ XW1E-BV411M➀

2NC 1NO XW1E-BV412MF➀ XW1E-BV412M➀

3NC 1NO XW1E-BV413MF➀ XW1E-BV413M➀

2NC 2NO XW1E-BV422MF➀ XW1E-BV422M➀
ø60mm Mushroom 1NC — XW1E-BV501MF➀ XW1E-BV501M➀

2NC — XW1E-BV502MF➀ XW1E-BV502M➀

3NC — XW1E-BV503MF➀ XW1E-BV503M➀

4NC — XW1E-BV504MF➀ XW1E-BV504M➀

1NC 1NO XW1E-BV511MF➀ XW1E-BV511M➀

2NC 1NO XW1E-BV512MF➀ XW1E-BV512M➀

3NC 1NO XW1E-BV513MF➀ XW1E-BV513M➀

2NC 2NO XW1E-BV522MF➀ XW1E-BV522M➀

•	Specify a color code in place of ➀ in the Part No.
•	IP20 types can be connected to solid wires only.
•	For EMO Switches, see D-052.

Non-illuminated Pushlock Pull/Turn Reset (Solder Terminal/PC Board Terminal)

Shape NC Main 
Contact

NO Monitor 
Contact

Part No. ➀Operator 
Color CodeSolder Terminal PC Board Terminal

ø40mm Mushroom 1NC — XW1E-BV401➀ XW1E-BV401V➀

R: Dark red
RH: Bright red

2NC — XW1E-BV402➀ XW1E-BV402V➀
3NC — XW1E-BV403➀ XW1E-BV403V➀
4NC — XW1E-BV404➀ XW1E-BV404V➀
1NC 1NO XW1E-BV411➀ XW1E-BV411V➀
2NC 1NO XW1E-BV412➀ XW1E-BV412V➀
3NC 1NO XW1E-BV413➀ XW1E-BV413V➀
2NC 2NO XW1E-BV422➀ —

•	Specify a color code in place of ➀ in the Part No.
•	Terminal cover (XA9Z-VL2) is ordered separately.

Pushlock Pull/Turn Reset (Connector) 

Shape NC Main 
Contact

NO Monitor 
Contact Part No. ➀Operator 

Color Code

ø40mm Mushroom

3NC — XW1E-BV403V➀-BC
R: Dark red
RH: Bright red

•	Specify a color code in place of ➀ in the Part No.
•	See D-036 for applicable connectors.
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