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Data Sheet | Item Number: 857-980

Notes
Note The specified technical data are maximum values. They may be limited by the accesso

ries used.

.

Electrical data
Inputs/outputs 8-channel analog input or output
Operating voltage ≤30 VDC
Limiting continuous current 1 A
Contact resistance ≤ 20 mΩ

.

Safety and protection
Overvoltage category II
Dielectric strength (contact/contact) (AC, 1 min) 0.5 kVrms
Protection type IP20

.

Connection data

Performance level 3

.

Connection 1
Connector DIN 41651 connector; male connector
Pole number 1 16
Connection type 1 System

.

Connection 2
Design 2 Plug for jumper slot
Pole number 2 16
Connection type 2 Field

.
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Mechanical Data
Mounting type Pluggable module

.

Material Data
Fire load 0.577 MJ
Weight 41.4 g

.

Environmental requirements
Ambient temperature (operation at UN) -25 … +70 °C
Surrounding air temperature (storage) -40 … +85 °C
Relative humidity 5 … 95 % (no condensation permissible)
Operating altitude (max.) 2000 m

.

Standards and specifications
Standards/specifications DNV

.

Commercial data
Product Group 6 (INTERFACE ELECTRONIC)
eCl@ss 10.0 19-17-90-01
eCl@ss 9.0 19-17-90-01
ETIM 8.0 EC002780
ETIM 7.0 EC002780
PU (SPU) 1 pcs
Packaging type Box
Country of origin DE
GTIN 4045454995164
Customs tariff number 85369010000

.
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