Series Kraftform Micro

The refined screwdriver for electronics technicians

2035 Screwdriver for slotted screws for electronic
applications

2050 PH Screwdriver for Phillips screws for electronic
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Application: Slotted screws

Blade: Round

Design: Chrome-plated, Black Point

Handle: Kraftform Micro with non-roll feature and rotating cap,
multi-component
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mm mm mm mm mm
05117990001 | 016 08 40 97 20 " 1%
05117991001 | 018 10 40 97 20 004" 19"
05117992001 | 020 12 40 97 20 005" 1%
05118002001 | 023 15 40 97 20 /S 1%
05118003001 = 023 15 60 97 20 /' 2%"
05118000001 | 025 12 40 97 20 005" 1%
05117993001 | 030 18 40 97 20 007" 1%
05118004001 = 030 18 60 97 20 007" 2%,
05117997001 | 035 25 40 97 20 007" 1%
05118017001 | 030 20 50 97 20 007" 2"
05118005001 | 040 20 40 97 25 o 19
05118006001 = 040 20 60 97 25 5" 2%,
05118007001 = 040 20 100 97 25 %, 4
05117994001 = 040 25 50 97 25 ) 2"
05118008001 = 040 25 80 97 25 4, 3"
05117995001 = 050 30 50 97 30 ' 2"
05118010001 = 050 30 80 97 30 /' 3/
05118012001 = 060 35 80 97 40 " 3/
05118014001 = 080 40 80 97 40 5" 3/

2055 PZ Screwdriver for Pozidriv screws for electronic
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Application: Suitable for Pozidriv screws
Blade: Round

Design: Chrome-plated, Black Point

Handle: Kraftform Micro with non-roll feature and rotating cap,
multi-component
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mm mm mm
05118030001 PZ0 60 97 30 2%

05118032001 PZ1 80 97 40 37"

applications
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applications

Application: Phillips screws

Blade: Round

Design: Chrome-plated, Black Point

Handle: Kraftform Micro with non-roll feature and rotating cap,
multi-component
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05345290001 "® |PH 000 40 97 1525 19"
05118019001 " | PH 00 40 97 1825 19"
05118020001 " | PH 00 60 97 25 2%
05118026001 2 | PHO 40 97 30 1%,
05118022001 2 | PHO 60 97 30 2%
05118023001 PH1 60 97 40 2%
05118024001 PH1 80 97 40 3"

" Optimised for Asian PH screws
2 Size 0 modificated according to JCIS 0 (Japanese Camera Industrial Standard)
3 0n the output side, the blade is turned to a nominal length of 10 mm.

2067 TORX® HF screwdriver with holding function for
electronic applications
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HOLDING
FUNCTION
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Application: TORX® socket screws
Blade: Round

Design: Holding function for TORX® screws made according to Acument
Global Technologies Inc. specifications, chrome-plated, Black
Point

Kraftform Micro with non-roll feature and rotating cap,
multi-component
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05118180001 X4 40 97 25 19"
05118181001 X5 40 97 30 19,
05118182001 X6 40 97 30 19"
05118183001 X7 60 97 30 2%
05118184001 X8 60 97 30 2%
05118185001 X9 60 97 40 2%
05118186001 | TX 10 60 97 40 2%,



