CARPENTERS' PINCERS

Carpenters’ Pincers

> For heavy duty

> Specially favoured by craftsmen for their precise workmanship
> Extreme wear resistance and well balanced

> Cutting edge hardness approx. 60 HRC

> Special tool steel, forged, oil-hardened 50 00 160
>DIN IS0 9243
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50 00 160
Cutting capacities

EAN = D 52
Article No. ~ |4003773-  mm Pliers Head Handles @ mm g
50 00 160 023111 160 1.8 225
50 00 180 021940 180 2.0 320
50 00210 021957 210 . ) 2.2 425
5000225 1021964 | 225 P black atramentized polished 55 o
50 00 250 022930 250 2.2 570
50 00 300 039662 300 2.4 862
5001160 035275 160 1.8 235
50 01 180 035282 180 2.0 330
5001210 035299 210 ) ) ) 2.2 445
5001225 1035305 | 255 P black atramentized polished  plastic coated 55 165
50 01250 035312 250 2.2 595
5001300 016915 300 2.4 903
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Hammerhead Style Carpenters
Pincers
> With striking face to hammer down nails
> Cutting edge hardness approx. 60 HRC
> Special tool steel, forged, oil-hardened
>DIN ISO 9243
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5101210 Multi-functional: driving in and pulling nails
Cutting capacities

EAN - D 52
Article No. ~ |4003773-  mm Pliers Head Handles @ mm g
5101210 023104 210 PN black atramentized polished plastic coated 2.2 413
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