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TA37 - thin wall adhesive lined, Article number: 315-13001

Thin wall adhesive lined heat shrink tubing
Halogen Free
Flame Retarded
Combination of these three (halogen free, adhesive lined and flame retarded) product properties is unique
Tubing conforms to London Underground specification LUL E1042-A6, BS6853

TA37 shrink tubing has a low smoke index and excellent flame retardant properties to meet strict fire security
standards in electrical insulation.
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Base Data

Colour Black (BK)

Features and Benefits 2 TA37 shrink tubing has a low smoke index and excellent flame retardant properties to meet strict fire security standards in electrical insulation.

Printable (Yes/No) No

Product Family TA37 - thin wall adhesive lined

Product Group Heat Shrinkable Tubing 3:1 - Flame retardant

Shrink Ratio 3:1

Variant Thin-Wall

With inner glue (Yes/No) ETIM Yes

Product Dimensions

Length (L) 1.2 m

Longitudinal change after shrinkage -15% max.

Nominal diameter Zoll ETIM 3/16 ″

Recov. ∅∅∅∅ d 1.5 mm

Supplied ∅∅∅∅ D 4.5 mm

Wall (WT) 1.1 mm

Logisitic and Packaging

EAN code 4031026444604

Pack Cont. 50

Quantity per Lengths

Weight (Kg) 0.0132 kg

Material and Specifications

Adhesive Hot melt adhesive

Flammability Self extinguishing

Halogenfree YES

LFH YES

Material Polyolefin, cross-linked (PO-X)

Material Shortcut PO-X

Minimum Shrink Temperature +150 °C

Operating Temperature -40 °C to +105 °C

Softening Point Adhesive +85 °C

Specification conforms to LUL E1042:A6, conforms to BS6853, CEN TS 45545-2: HL3

Heat Shrinkable Tubing 3:1 - Flame retardant TA37 4,5-1,5

TA37 - adhesive lined tubing for safety sensitive areas.
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UL Listed (US and Canada) FALSE

UL Recognized (US and Canada) FALSE

Volume Resistance 10¹² Ω cm
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