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 Beaded Tie
BT

• Design allows ties to be easily applied and released

• Tie design prevents slipping

• Can be used with lanyard base accessory page - 242 

PP, RMS-10 PP, RMS-01
Type

Dimensions (mm)
Std Pack Qty

Red Yellow Blue Black Black Natural A
Max Bundle Ø (Requires 3 

bead engagement)
BT-2-10-RD BT-2-10-YL BT-2-10-BL BT-2-10-BK BT-2-01-BK BT-2-01-NT 1 63.5 14.3 1000
BT-4-10-RD BT-4-10-YL BT-4-10-BL BT-4-10-BK BT-4-01-BK BT-4-01-NT 1 101.6 25.4 1000
BT-5-10-RD BT-5-10-YL BT-5-10-BL BT-5-10-BK BT-5-01-BK BT-5-01-NT 1 127.0 31.8 1000
BT-6-10-RD BT-6-10-YL BT-6-10-BL BT-6-10-BK BT-6-01-BK BT-6-01-NT 1 152.4 44.5 1000
BT-8-10-RD BT-8-10-YL BT-8-10-BL - BT-8-01-BK BT-8-01-NT 2 222.3 60.3 1000

BT-10-10-RD BT-10-10-YL BT-10-10-BL BT-10-10-BK BT-10-01-BK BT-10-01-NT 2 273.1 85.7 1000
BT-12-10-RD BT-12-10-YL BT-12-10-BL BT-12-10-BK BT-12-01-BK BT-12-01-NT 2 323.9 92.1 1000

 Locking Beaded Tie
LBT

Natural UL94 V-2 Nylon 6/6, RMS-01

Part Number Min. Loop Tensile Strength (Kg) Max. Bundle Ø (mm) Std Pack Qty
LBT-18-01 8 35.6 1000
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