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Passion in high frequency

3

Ecoflex

Ecoflex

Diameter  .................................................... 10.2 mm

Impedance  ....................................................... 50 

Attenuation @ 1 GHz/100m ........................... 14.0 dB

fmax  .............................................................. 8 GHz

Ecoflex 10 is a flexible, low-loss coaxial cable specifically desig-

ned for use up to 6 GHz. Advanced manufacturing techniques 

combined with the use of a low-loss PE-LLC dielectric yields a 

foaming rate of more than 70%. This results in very low attenu-

ation. Ecoflex 10 sets standards among flexible coaxial cables. 

The flexibility of Ecoflex 10 is further enhanced through the 

use of a stranded, oxygen-free copper center conductor. Use of 

proprietary techniques, continuous center conductor calibrati-

on and compression as well as the application of a precoating 

results in low losses and good impedance matching. Further ad-

vantages of the cable include the use of double shielding which 

is constructed of overlapping copper foil plus an additional tight 

woven copper braid. 

A screening efficiency of > 90 dB @ 1 GHz is realized. The cop-

per foil has an applied PE coating, which prevents foil cracking 

due to short radius bends. The black PVC sheath of Ecoflex 10 

is UV stabilized. In addition to a full compliment of standard 

connectors, an easy to use solder free N-connector has been 

specially developed for Ecoflex 10. Connector installation only 

takes a few minutes and requires no special tools. Ecoflex 10 

is the right choice when a low loss, highly flexible microwave 

rated cable is required.

Ecoflex 10 is available from stock in the following standard 

drum sizes: 25 m, 50 m, 100 m, 200 m, 400 m and 500 m.

Grounding clamp for Ecoflex
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part. no. 6810

Ecoflex® 10 Plus

Ecoflex® 10 Plus – besonders flexibles 
und verlustarmes Koaxialkabel
Ecoflex® 10 Plus ist ein hoch flexibles, verlustarmes Koaxialka-

bel, das speziell für den Einsatz bis zu 8 GHz entwickelt wurde. 

Modernste Produktionsverfahren und die Verwendung eines 

verlustarmen PE-LLC-Dielektrikums mit einem Gasanteil von 

über 70% ermöglichen sehr geringe Dämpfungswerte. Das 

Ecoflex® 10 Plus setzt bei flexiblen Koaxialkabeln neue Maß-

stäbe. Die hohe Flexibilität von Ecoflex® 10 Plus wird durch 

einen sieben drähtigen Hybrid-Innenleiter mit Aluminiumkern 

und verschweißtem Kupfermantel gewährleistet. Der Innenlei-

ter wird in präzisen Produktionsschritten verseilt, komprimiert, 

kalibriert und anschließend mit einem Precoating versehen, 

um sehr gute Dämpfungswerte- und Anpassungswerte zu er-

zielen. Ein weiterer Pluspunkt ist die doppelte Schirmung. Eine 

überlappende Kupferfolie und ein darüberliegendes Kupferge-

flecht sorgen für ein hohes Schirmmaß von über > 90 dB bei 1 

Ghz. Die Kupferfolie besitzt eine PE-Beschichtung, die verhin-

dert, dass sich durch kleine Biegeradien Risse in der Kupferfolie 

bilden. Der schwarze PVC-Außenmantel des Ecoflex® 10 Plus 

ist UV-stabilisiert. Zusätzlich zu einem vollständigen Angebot 

von Standardverbindern wurde speziell für das Ecoflex® 10 

Plus ein benutzerfreundlicher lötfreier N-Stecker entwickelt. 

Der Verbinder kann in wenigen Minuten ohne Spezialwerk-

zeug installiert werden. Ecoflex® 10 Plus ist das innovative Ko-

axialkabel für alle Applikationen in der Hochfrequenztechnik. 

Dämpfungsarm, ultra flexibel, störstrahlungssicher und ein-

setzbar bis in den Mikrowellen-Bereich. 

Ecoflex® 10 Plus ist lieferbar in den folgenden Standardlängen: 

25 m, 50 m, 100 m, 200 m, 500 m, 1000 m. 
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Ecoflex
Coaxial Cable of the latest generation

Ecoflex

Diameter  .....................................................14.6 mm

Impedance  ........................................................ 50 

Attenuation @ 1 GHz/100 m .............................9.1 dB

fmax  ............................................................... 8 GHz

The new Ecoflex -

tions, electrical- and mechanical-wise: Ecoflex 15 Plus takes 

advantage of a high-precision-Hybrid inner conductor with 

aluminium core and welded copper shield.

Ecoflex 15 Plus is an extremely flexible low-loss 50 Ohm co-

axial cable for an operation range up to 8 GHz. Most modern 

production methods and usage of a low-loss PE-LLC diel-

ectric with a gas proportion of more than 70% allow very 

favourable loss values. 

The innovative cable structure of Ecoflex 15 Plus combines 

the low loss characteristics of 1/2“ cables with fixed inner 

conductors with the mechanical attributes of flexible, but 

high-loss standard-coaxial cables with stranded inner con-

ductor. So this cable represents an ideal combination. The 

high flexibility of Ecoflex 15 Plus is guaranteed by a 7-wire 

Hybrid inner conductor with aluminium core and welded 

copper shield. Using precise production steps, the inner con-

ductor has to be stranded, compressed, calibrated and finally 

provided with a precoating, to achieve the excellent values 

for loss and matching. 

A further “Plus“ is the double shielding: an overlapping cop-

per foil and a copper braid above ensure a high  shielding 

factor of > 90 dB at 1 GHz. The black PVC outer cover of 

Ecoflex 15 Plus is UV-resistant. For a simplified installation 

we developed solderless connectors in the standards “N“, 

time without any special tools. 

Ecoflex 15 Plus is a modern coaxial cable for all HF applica-

tions: low-loss, flexible, stray radiation safe and suitable up 

into the microwave range. Available in standard lengths of 

25 m, 50 m, 100 m, 200 m, 500  m  and 1000 m.

Remarkable electrical and mechanical 
qualities!

Improvements, compared to ECOFLEX

Expanded frequency range:   6 GHz up to 8 GHz

Considerable lower attenuation             - 7% @1 GHz

         - 11% @6 GHz

Improved return loss

Higher power handling capacit             +  9% @1 GHz

Reduced weight                                   - 22%

Higher flexibility, even better to handle

Grounding clamp for 

Ecoflex art. o. 6915

 15 Plus - the innovative 

 15 Plus has remarkably improved specifica

“UHF” and “7-16DIN“, which can be assembled in a short 

 15 Plus, 

 15 (standard):

 15 Plus characteristics
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Litzendraht mit 

Aluminiumkern 

und verschweißtem 

 Kupfermantel

Eigenschaften Ecoflex® 10 Plus

Durchmesser ……………………………… 10,2 mm

Impedanz ………………………………………50 Ω

Dämpfung bei 1 GHz/100 m …………………14,0 dB

fmax ………………………………………… 8 GHz

Erdungsschelle für Ecoflex® 10 Plus, Art.-Nr. 6812

Technische Daten

Innenleiter ............ Al Cu-Litze, sauerstoffarm, 7 x 1,0 mm

Innenleiter Ø  .................................................... 2,85 mm

Dielektrikum   .............. PE,

Dielektrikum Ø  ................................................. 7,25 mm

Außenleiter 1  .............................Cu-Folie, PE-beschichtet

Bedeckungsgrad  .................................................. 100 %

Außenleiter 2  .............................................. Cu-Geflecht

Bedeckungsgrad  .................................................... 72 %

Außenmantel  ....................... PVC schwarz, UV-stabilisiert

Außendurchmesser Ø  ....................................... 10,2 mm

Gewicht  ............................................................103 g/m

Min. Biegeradius  ..................................................40 mm

Temperaturbereich ......................................-40 bis +85°C

Zugkraft  ................................................................4 daN

Typ. Dämpfung (dB/100 m @ 20°C)

5 MHz  ..................... 0,

10 MHz  ................... 1,3

50 MHz  ................... 2,

100 MHz  ................. 4,

144 MHz  .................

200 MHz  ................. 5,

300 MHz  ................. 7,

432 MHz  ................. 8,9

500 MHz  ................. 9,6

800 MHz  ............... 12,

1000 MHz  ............. 14,0

1296 MHz  .............16,2

1500 MHz  .............17,

1800 MHz  .............19,5

2000 MHz  .............20,6

2400 MHz  .............2 ,

3000 MHz  .............2 ,0

4000 MHz  .............3 ,

5000 MHz  .............3

6000 MHz  .............

Elektrische Daten

Impedanz  ............................................................... 50 

Kapazität ........................................................... 78 pF/m

Verkürzungsfaktor  ...................................................0,85

fmax  .................................................................... 6 GHz

Schirmdämpfung @ 1 GHz .................................. > 90 dB

GHz Gleichstrom-Widerstand: Innenleiter  ......... 5,4 /km

 Außenleiter  ........ 8,4 /km

Max. Spannung  ...................................................... 1 kV

Typ. Längsdämpfung (dB/100 m) @ 20°C

Frequenz (MHz)

Kapazität ...................78 pF/m  ......101 pF/m ... 102 pF/m

Verkürzungsfaktor  ....... 0,85  ............ 0,66  .......... 0,66

Dämpfung dB/100 m

10 MHz  ........................ 1,3  .............. 2,0  ............ 5,0

100 MHz  ...................... 4,1  .............. 7,0  ........... 17,0

500 MHz  ...................... 9,6  ............. 17,0  .......... 39,0

1000 MHz  ................... 14,0  ............ 22,5  .......... 54,6

3000 MHz  ................... 2 ,0  ............ 58,5  .......... 118

Typ. Rückflussdämpfung

Frequenz (GHz)

Max. Belastbarkeit  (W @ 40°C)

10 MHz  ................3 60

100 MHz  ..............1190

500 MHz  ................510

1000 MHz  ..............350

2000 MHz  ..............2 0

3000 MHz  ..............190

4000 MHz  ..............1 0

5000 MHz  ..............140

6000 MHz  ..............1 0

100 dB

10 dB

1 dB

0,1 dB

 30      100                       1000            6000

0 db

- 5 db

-10 db

-15 db

-20 db

-25 db

-30 db

-35 db

-40 db

0,0     0,5      1,0      1,5      2,0      2,5     3,0      3,5      4,0      4,5     5,0      5,5       6,0 

Bedingt durch Fertigungstoleranzen kann der Verlauf der Rück-

flussdämpfung variieren! Einzelne Spitzen sind unkritisch!
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verlustarme Zusammensetzung 

Technische Daten

Innenleiter  . . . . . .Hybrid, Alukern, Kupfermantel, 7 x 1,0 mm

Innenleiter Ø  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2,85 mm

Dielektrikum  . . . . . . . . . . PE, verlustarme Zusammensetzung

Dielektrikum Ø  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7,25 mm

Außenleiter 1  . . . . . . . . . . . . . . . . . . . Cu-Folie, PE-beschichtet

Bedeckungsgrad . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 %

Außenleiter 2  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cu-Geflecht

Bedeckungsgrad . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72 %

Außenmantel  . . . . . . . . . . . . . . . PVC schwarz, UV-stabilisiert

Außendurchmesser Ø  . . . . . . . . . . . . . . . . . . . . . . . . . 10,2 mm

Gewicht  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 103 g/m

Min. Biegeradius     einmalig  . . . . . . . . . . . . . . . . . . . . 40 mm

                             15 wiederholte Biegungen . . . . .  80 mm

Temperaturbereich  Lager . . . . . . . . . . . . . . . . . -70 bis +85°C

                              Installation  . . . . . . . . . . . . -40 bis +60°C

                              Betrieb  . . . . . . . . . . . . . . . -50 bis +85°C

Zugkraft  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 daN

Elektrische Daten

Impedanz . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50 Ω

Kapazität  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 78 pF/m

Verkürzungsfaktor  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,85

fmax  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 GHz

Schirmdämpfung @ 1 GHz . . . . . . . . . . . . . . . . . . . . .  > 90 dB

Gleichstrom-Widerstand: Innenleiter  . . . . . . . . . . . . 5,4 Ω/km

                                    Außenleiter . . . . . . . . . . . . 8,4 Ω/km

Max. Spannung  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1 kV

 Ecoflex® 10 Plus     RG 213/U   RG 58/U

Kapazität  . . . . . . . . . . . . 78 pF/m  . . . 101 pF/m  . . 102 pF/m

Verkürzungsfaktor  . . . . . . . . 0,85  . . . . . . . 0,66  . . . . . . . 0,66

Dämpfung (dB/100 m)

10 MHz  . . . . . . . . . . . . . . . . . . 1,3  . . . . . . . . .2,0  . . . . . . . . 5,0

100 MHz  . . . . . . . . . . . . . . . . . 4,1  . . . . . . . . . 7,0  . . . . . . . 17,0

500 MHz  . . . . . . . . . . . . . . . . . 9,6  . . . . . . . . 17,0  . . . . . . . 39,0

1000 MHz  . . . . . . . . . . . . . . . 14,0  . . . . . . . 22,5  . . . . . . . 54,6

3000 MHz  . . . . . . . . . . . . . . . 26,0  . . . . . . . 58,5  . . . . . . . .118

Typ. Dämpfung (dB/100 m @ 20°C)

5 MHz  . . . . . . . . . . . . . . 0,9 1000 MHz  . . . . . . . . . . 14,0

10 MHz  . . . . . . . . . . . . . .1,3 1296 MHz  . . . . . . . . . . 16,2

50 MHz  . . . . . . . . . . . . 2,85 1500 MHz  . . . . . . . . . . 17,6

100 MHz  . . . . . . . . . . . . .4,1 1800 MHz  . . . . . . . . . . 19,5

144 MHz  . . . . . . . . . . . . 5,0 2000 MHz  . . . . . . . . . . 20,6

200 MHz  . . . . . . . . . . . . 5,9 2400 MHz  . . . . . . . . . . 22,9

300 MHz  . . . . . . . . . . . . . 7,4 3000 MHz  . . . . . . . . . . 26,0

432 MHz  . . . . . . . . . . . . 8,9 4000 MHz  . . . . . . . . . . 30,7

500 MHz  . . . . . . . . . . . . 9,6 5000 MHz  . . . . . . . . . . 35,1

800 MHz  . . . . . . . . . . . 12,4 6000 MHz  . . . . . . . . . . 39,1

                                               8000 MHz  . . . . . . . . . . 46,6

Max. Belastbarkeit (W @ 40°C)

10 MHz . . . . . . . . . . . . .3860 3000 MHz  . . . . . . . . . . 190 

100 MHz  . . . . . . . . . . . 1190 4000 MHz  . . . . . . . . . . 160

500 MHz  . . . . . . . . . . . . 510 5000 MHz . . . . . . . . . . . 140

1000 MHz  . . . . . . . . . . . 350 6000 MHz  . . . . . . . . . . 130

2000 MHz  . . . . . . . . . . . 240

Bedingt durch Fertigungstoleranzen kann der Verlauf der Rück-

flussdämpfung variieren! Einzelne Spitzen sind unkritisch!

Typ. Rückflussdämpfung
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