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Accessories
MB M5/M3 SW

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Type MB M5/M3 SW
Order No. 0553400000
Version Accessories, Sliding nut, POM
GTIN (EAN) 4008190122263
Qty. 20 pc(s).
 

 

 

Building installation wiring
For building installations, we offer a complete system
that revolves around the 10×3 copper rail and comprises
perfectly coordinated components: from installation
terminal blocks, neutral conductor terminal blocks and
distribution terminal blocks to comprehensive accessories
such as busbars and busbar holders.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0553400000
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Dimensions and weights
 
Width 12 mm   Width (inches) 0.472 inch
Height 25 mm   Height (inches) 0.984 inch
Depth 14 mm   Depth (inches) 0.551 inch
Net weight 3.5 g    
 

Material data
 
Material POM   Surface finish untreated
Colour Black    
 

System specifications
 
Version For the mounting rails   Mounting rail TS 32
 

Additional technical data
 
Explosion-tested version No   Type of fixing Snap-on
 

Dimensions
 
Metric size of the thread, external 0 M5.0   Pitch in mm (P) 12 mm
 

Classifications
 
ETIM 3.0 EC000096   ETIM 4.0 EC000096
ETIM 5.0 EC000096   ETIM 6.0 EC000096
UNSPSC 30-21-18-11   eClass 5.1 27-14-11-45
eClass 6.2 27-14-92-14   eClass 7.1 27-14-92-14
eClass 8.1 27-14-92-14   eClass 9.0 27-14-11-92
eClass 9.1 23-11-08-04    
 

Product information
 
Descriptive text technical data The sliding nuts for the TS 32 terminal rails are each fitted with two threaded holes for M3 + M5/M6 + M4/

M5 + M3 screws. They serves to attach components that cannot be directly snapped onto the TS 32 and
particularly to hold the smaller TS 15 top-hat rail. For example, small terminal blocks can firstly be snapped onto
the TS 15 and then this rail can be attached to the TS 32 using the sliding nuts.

 

Approvals
 
ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 1 TERM 16/17 EN
Engineering Data EPLAN, WSCAD
Engineering Data 0553400000_12839_MB_M5-M3_SW_STP.stp
 

http://download.weidmueller.com/asset/download/file//39470
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//37960

