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PLIERS WRENCHES

Opening width lasered onto the pliers head (metric on the front and imperial on the back)

The mini pliers wrench for precision mechanics

Fast adjustment at the touch of a button

Article No.
EAN 
4003773- mm Pliers Handles Inch mm

Adjustment 
positions

Dimensions

g
B1
mm

B2
mm

B3
mm

86 01 180 084273 180   black atramentized plastic coated 1 1/2 40 15 5.0 8.0 12.0 230 
86 01 250 082385 250   black atramentized with non-slip plastic coating 2 52 19 8.0 8.0 14.0 465 
86 01 300 084662 300   black atramentized with non-slip plastic coating 2 3/4 60 24 9.5 9.5 15.0 645 
86 02 180 084280 180   black atramentized with multi-component grips 1 3/8 35 15 5.0 8.0 12.0 255 
86 02 250 082392 250   black atramentized with multi-component grips 2 52 19 8.0 8.0 14.0 485 
86 03 125 077497 125   chrome plated plastic coated 7/8 23 11 3.0 5.0 9.5 105 
86 03 150 069676 150   chrome plated plastic coated 1 27 14 4.7 7.0 10.5 175 
86 03 180 035466 180   chrome plated plastic coated 1 1/2 40 15 5.0 8.0 12.0 230 
86 03 250 033837 250   chrome plated plastic coated 2 52 19 8.0 8.0 14.0 465 
86 03 300 041429 300   chrome plated plastic coated 2 3/8 60 24 9.5 9.5 15.0 725 
86 05 150 069928 150   chrome plated with multi-component grips 1 27 14 4.7 7.0 10.5 193 
86 05 180 047162 180   chrome plated with multi-component grips 1 1/2 40 15 5.0 8.0 12.0 260 

86 05 180 T 080121 180   chrome plated
with multi-component grips, with 
integrated tether attachment point for 
a tool tether

1 1/2 40 13 5.0 8.0 12.0 280 

86 05 250 047841 250   chrome plated with multi-component grips 2 52 19 8.0 8.0 14.0 490 

86 05 250 T 080138 250   chrome plated
with multi-component grips, with 
integrated tether attachment point for 
a tool tether

2 52 19 8.0 8.0 14.0 500 

86 06 250 082408 250     chrome plated insulated with multi-component grips, 
VDE-tested 2 52 19 8.0 8.0 14.0 525 

86 43 250 081296 250   15°  chrome plated plastic coated 1 3/4 46 17 8.0 8.0 14.0 535 

Working on plated fittings without damage of 
the surface

Replaces the need for sets of metric and 
imperial spanners

Ideal for bending operations


