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Hohlgeflechtschlauch 
aus verzinkten Stahldrähten
Rundgeflecht

Aufbau
Geflecht aus rund geflochtenen
Drähten mit doppelter Kreuzung in
den verschiedenen Flechtwinkeln

Material
Verzinkter Stahldraht
Weitere Werkstoffe: 
Nichtrostender Stahldraht, Bronze
usw. auf Anfrage

Eigenschaften
• Axial aufstauchbar in einem

bestimmten Verhältnis, je nach
Geflechtskonstruktion

• leichtes Einziehen von Kabeln 
• durch Strecken stramm

aufzubringen
• Schutz vor heißen Spänen

Wire braiding 
made of galvanized steel wires
round braiding

Structure
Braiding consisting of round
braided wires with double crossed
looping at the different braiding
angles

Material
Galvanized steel wire
Further materials: 
Stainless steel wire, bronze 
etc. on request

Properties
• Axially pushed together, in a

certain proportion, depending
upon the construction of the
braiding

• easy pulling in of cables
• the braiding becomes tight by

stretching
• protection from hot swarfs 

Anwendungsgebiete
• Kabelbündelung
• Maschinen- und Anlagenbau

Spritzgussmaschinen
Zerspahnungsmaschinen

• Fahrzeugbau
• Schiffsbau
• Automation
• Elektroanlagen

Application
• Cable bunching
• Machine and Plant Constructions

Injection molding
Metal cutting machines

• Automotive
• Shipbuilding
• Automation
• Electrical Installations

FLEXA No. NW
ID

Einsatz
Application

mm min. Ø
mm

max.Ø
mm

kg/m m

4050.101.008 6 5,0 12,0 0,061 100

4050.101.013 10 8,0 17,0 0,081 50

4050.101.017 15 12,0 22,0 0,096 50

4050.101.025 20 16,0 27,0 0,171 50

4050.101.040 25 20,0 35,0 0,294 25

4050.101.055 35 25,0 45,0 0,325 25


