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SIL mm² n x Ø mm kg/km mm mm mm AC/DC V AC V A

61.7611-  * SILI-S 4,0 4.0 1036 x 0.07 55 3.0 1.2 5.4
AC 1000 
DC 1500

10,000 42

1)

21  22  23  33

61.7612-  * SILI-S 6,0 6.0 1548 x 0.07 80 3.5 1.35 6.2
AC 1000 
DC 1500

10,000 54 21  22  23  33

61.7613-  * SILI-S 10 10 2556 x 0.07 145 4.8 2.1 9.0
AC 1000 
DC 1500

14,000 75 21  22  23  33

61.7614-  * SILI-S 16 16 4116 x 0.07 230 6.1 2.2 10.5
AC 1000 
DC 1500

14,000 100 21  22  23  33

61.7615-  * SILI-S 25 25 6384 x 0.07 310 7.0 2.4 11.8
AC 1000 
DC 1500

16,000 130 21  22  23  33

61.7616-  * SILI-S 35 35 9324 x 0.07 440 8.5 2.4 13.3
AC 1000 
DC 1500

16,000 160 33

61.7617-  * SILI-S 50 50 13024 x 0.07 570 10.5 2.5 14.9
AC 1000 
DC 1500

16,000 200 33

61.7618-  * SILI-S 70 70 8967 x 0.10 760 12 2.2 16.4
AC 1000 
DC 1500

14,000 245 2) 33

61.7619-  * SILI-S 95 95 12103 x 0.10 1080 15 2.0 19
AC 1000 
DC 1500

14,000 290 2) 33

Highly flexible stranded wire with reinforced 

insulation. Super-fine Cu strand.

Typical Application

Current feeds and earth/ground wires in ma-

chine, plant and accumulator construction. 

Safety test leads carrying high currents.

1)	 �UL recognized: File E120880, AWM 
Application: FLEXI up to 75 °C; PLAST and SILI up to 
105 °C as measurement strand.

2)	 UL approval on inquiry
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