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DISTANZROLLE
ROUND SPACER

Lieferbare Höhen in Stufen von je 1 mm. / Lenghts availbable in increments of 1 mm.

/ Intermediated lenghts and special version upon request.

Please add the wished 

 Order example: 10083BB0108.0 for the 

10083BB01 8,0 mm. lenght spacer. 

P/N
A B C

4,0 1,0 2,0 - 5,0

4,0 1,5 2,0 - 20,0

4,0 2,2 1,0 - 50,0

4,0 2,7 2,0 - 30,0

4,0 3,0 2,0 - 20,0

4,8 3,5 2,0 - 45,0

5,0 2,2 2,0 - 45,0

5,0 2,7 2,0 - 55,0

5,0 3,2 2,0 - 50,0

5,0 3,4 3,0 - 45,0

5,5 3,4 2,0 - 60,0

6,0 2,2 2,0 - 50,0

6,0 2,7 2,0 - 55,0

6,0 3,2 2,0 - 60,0

6,0 3,4 2,0 - 60,0

6,0 4,1 2,0 - 54,0

6,0 4,5 2,0 - 54,0

6,0 4,7 2,0 - 45,0

6.4 4.3 2.0 - 60,0

RANGE
EXTENDED

C B

A

Material: PA 6 25%GV

Temperaturbereich / Working temperature: -35°C ~ +110°C  

Bitte Material Code DA verwenden anstatt BB verwenden / 

Flammability: according HB (UL94)

 / Colour: black

 / MOQ-Pcs: 500

 /  special request Colour: white

Material: PS

Flammabillity : HB ( UL94 )

Please used material Code DA instead of BB

Temperaturbereich / Working temperature: -20°C ~ +85°C  



www.fastpoint.de - info@fastpoint.de

DISTANZROLLE
ROUND SPACER 

Lieferbare Höhen in Stufen von je 1 mm. / Lenghts availbable in increments of 1 mm.

/ Intermediated lenghts and special version upon request.

Please add the wished 

 Order example: 10102BB0108.0 for the 

10102BB01 8,0 mm. lenght spacer. 

P/N
A B C

7,0 3,4 2,0 - 60,0

7,0 4,5 2,0 - 60,0

7,0 5,0 2,0 - 53,0

8,0 3,5 2,0 - 50,0

8,0 4,1 2,0 - 60,0

8,0 4,2 2,0 - 60,0

8,0 5,2 2,0 - 60,0

8,0 6,2 2,0  - 63,0

8,0 6,4 2,0 - 50,0

8,5 5,5 2,0 - 60,0

9,0 4,2 1,0 - 60,0

9,0 6,2 2,0 - 63,0

9,0 7,0 2,0 - 50,0

10,0 3,2 2,0 - 20,0

10,0 4,2 2,0 - 40,0

10,0 5,2 2,0 - 57,0

10,0 6,2 2,0 - 55,0

10,0 7,0 2,0 - 60,0

10,0 8,2 2,0 - 63,0

11,0 3,2 2,0 - 20,0

RANGE
EXTENDED

C B

A

Material: PA 6 25%GV

Temperaturbereich / Working temperature: -35°C ~ +110°C  

Bitte Material Code DA verwenden anstatt BB verwenden / 

Flammability: according HB (UL94)

 / Colour: black

 / MOQ-Pcs: 500

 /  special request Colour: white

Material: PS

Flammabillity : HB ( UL94 )

Please used material Code DA instead of BB

Temperaturbereich / Working temperature: -20°C ~ +85°C  



www.fastpointweb.it - info@fastpointweb.it

www.fastpoint.de - info@fastpoint.de

DISTANZROLLE
ROUND SPACER 

Lieferbare Höhen in Stufen von je 1 mm. / Lenghts availbable in increments of 1 mm.

/ Intermediated lenghts and special version upon request.

Please add the wished 

 Order example: 10122BB0108.0 for the 

10122BB01 8,0 mm. lenght spacer. 

P/N
A B C

12,0 4,2 2,0 - 58,0

12,0 5,2 2,0 - 58,0

12,0 6,2 2,0 - 65,0

12,0 8,2 2,0 - 63,0

12,0 9,1 2,0 - 65,0

12,0 9,6 2,0 - 50,0

14,0 8,2 2,0 - 50,0

14,0 9,5 2,0 - 50,0

14,0 12,2 2,0 - 20,0

15,0 10,4 2,0 - 50,0

15,0 11,2 2,0 - 50,0

16,0 6,2 3,0 - 30,0

16,0 10,4 2,0 - 50,0

16,0 12,4 2,0 - 50,0

20,0 5,2 2,0 - 20,0

25,2 18,2 2,0 - 20,0

RANGE
EXTENDED

C B

A

Material: PA 6 25%GV

Temperaturbereich / Working temperature: -35°C ~ +110°C  

Bitte Material Code DA verwenden anstatt BB verwenden / 

Flammability: according HB (UL94)

 / Colour: black

 / MOQ-Pcs: 500

 /  special request Colour: white

Material: PS

Flammabillity : HB ( UL94 )

Please used material Code DA instead of BB

Temperaturbereich / Working temperature: -20°C ~ +85°C  


