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PAN-WRAP™ Split Harness Wrap

• Patented slot pattern provides improved flexibility and abrasion
protection in any application

• Unique wall design provides for easy cable breakouts

• Innovative design maintains uniform bundle protection in 
dynamic applications

• Large overlap accommodates a wide range of bundle diameters

• Packaged on a reel for easy handling and dispensing of product

‡Diameter can be further reduced with the use of PANDUIT cable ties.

*Order number of reels required.

PAN-WRAP™ Installation Tools

• Patented installation tool with 180° opening allows easy loading of maximum bundle diameters to speed installation, providing the lowest
installed cost

**Order number of tools required.

Part Number Color For Use With

Std.
Pkg.
Qty.**

PWT50 White PW50F– 1

PWT75 White PW75F– 1

PWT100 White PW100F– 1

PWT150 White PW150F– 1

Part Number Material Color

Length Per
Reel

Max. Bundle
Diameter

Min. Bundle
Diameter‡

Temperature Range

Nominal
I.D.

Std.
Pkg.
Qty.*Ft. m In. mm In. mm In. mm

PW50F-T Polyethylene Natural 200 61.1 .55 14.0 .43 10.9 -40°F to 122°F
(-40°C to 50°C)

.50 12.7 1

PW50F-T20 Polyethylene Black 200 61.1 .55 14.0 .43 10.9 -40°F to 122°F
(-40°C to 50°C)

.50 12.7 1

PW50FR-T Flame Retardant
Polyethylene

Natural 200 61.1 .55 14.0 .43 10.9 -4°F to 212°F
(-20°C to 100°C)

.50 12.7 1

PW50FR-T20 Flame Retardant
Polyethylene

Black 200 61.1 .55 14.0 .43 10.9 -4°F to 212°F
(-20°C to 100°C)

.50 12.7 1

PW75F-C Polyethylene Natural 100 30.5 .81 20.6 .55 14.0 -40°F to 122°F
(-40°C to 50°C)

.75 19.1 1

PW75F-C20 Polyethylene Black 100 30.5 .81 20.6 .55 14.0 -40°F to 122°F
(-40°C to 50°C)

.75 19.1 1

PW75FR-C Flame Retardant
Polyethylene

Natural 100 30.5 .81 20.6 .55 14.0 -4°F to 212°F
(-20°C to 100°C)

.75 19.1 1

PW75FR-C20 Flame Retardant
Polyethylene

Black 100 30.5 .81 20.6 .55 14.0 -4°F to 212°F
(-20°C to 100°C)

.75 19.1 1

PW100F-C Polyethylene Natural 100 30.5 1.13 28.7 .81 20.6 -40°F to 122°F
(-40°C to 50°C)

1.00 25.4 1

PW100F-C20 Polyethylene Black 100 30.5 1.13 28.7 .81 20.6 -40°F to 122°F
(-40°C to 50°C)

1.00 25.4 1

PW100FR-C Flame Retardant
Polyethylene

Natural 100 30.5 1.13 28.7 .81 20.6 -4°F to 212°F
(-20°C to 100°C)

1.00 25.4 1

PW100FR-C20 Flame Retardant
Polyethylene

Black 100 30.5 1.13 28.7 .81 20.6 -4°F to 212°F
(-20°C to 100°C)

1.00 25.4 1

PW150F-L Polyethylene Natural 25 7.6 1.63 41.4 1.13 28.7 -40°F to 122°F
(-40°C to 50°C)

1.50 38.1 1

PW150F-L20 Polyethylene Black 25 7.6 1.63 41.4 1.13 28.7 -40°F to 122°F
(-40°C to 50°C)

1.50 38.1 1

PW150FR-L Flame Retardant
Polyethylene

Natural 25 7.6 1.63 41.4 1.13 28.7 -40°F to 122°F
(-40°C to 50°C)

1.50 38.1 1

PW150FR-L20 Flame Retardant
Polyethylene

Black 25 7.6 1.63 41.4 1.13 28.7 -40°F to 122°F
(-40°C to 50°C)

1.50 38.1 1



For technical assistance in the U.S., call 866-405-6654 (outside the U.S., see inside back cover for directory)
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T 25                    F C 16

F = Polyethylene

R = Fire Resistant Polyethylene

FR = Flame Retardant Polyethylene

N = Nylon

T = TEFLON 

12 = 1/8"

25 = 1/4"

38  = 3/8"

50  = 1/2"

62  = 5/8"

75 = 3/4"

100 = 1"

T = Spiral Wrap X = 10'

Q = 25'

L = 50'

C = 100'

T = 200'

TL = 250'

D = 500'

M = 1000'

See Table Below

Part Number System for Spiral Wrap

–

Color SuffixPackage SizeMaterialOutside DiameterType

MATERIAL AVAILABILITY  

Color
Color
Suffix

Polyethylene
Fire

Resistant
Polyethylene

Flame
Retardant

Polyethylene

Nylon
6.6

TEFLON 

Natural*
No Suffix

will be
listed

! ! * ! * ! !

Weather Resistant
Black

0 ! !

Brown 1 !

Red 2 !

Orange 3 !

Yellow 4 !

Green 5 !

Blue 6 !

Purple 7 !

Gray 8 !

White 10 !

Pink 16 !

Black 20 ! ! !

Blank = Not applicable.
 TEFLON or equivalent fluoropolymer PTFE material is used. TEFLON is a registered trademark of E.I. du Pont de Nemours and Company.

*Natural can range from transparent, opaque, to white.


