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CODE 
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PART
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NO 1888247-1

 NO 1888247-2

 YES 1888247-3

YES 1888247-4

NO 2 1888247-7

MATERIAL:
  HOUSING: HIGH TEMPERATURE LCP, UL 94V-0 RATED, BLACK
  CONTACTS: PHOSPHOR BRONZE.
 
FINISH: 
  CONTACTS: 0.00076 MIN GOLD ON CONTACT AREA, 0.00013
  MIN GOLD ON SOLDER AREA. ALL OVER 0.00127 MIN NICKEL
  UNDERPLATE ON ENTIRE CONTACT. LUBRICANT ON GOLD PLATE
  CONTACT AREAS.
 
PACKAGED 480 PIECES PER REEL.
 
DATUMS AND BASIC DIMENSIONS TO BE ESTABLISHED BY
CUSTOMER, SEE DRAWING 1367034 FOR LAYOUT WHEN USED
WITH 1367034-1 BOTTOM CAGE (STANDARD SFP APPLICATION).
 
FINISH: 
  CONTACTS: 0.00038 MIN GOLD ON CONTACT AREA, 0.00013
  MIN GOLD ON SOLDER AREA. ALL OVER 0.00127 MIN NICKEL
  UNDERPLATE ON ENTIRE CONTACT. LUBRICANT ON GOLD PLATE
  CONTACT AREAS.
 
PULL GROOVES PERMITTED ON THESE SURFACES AT MOLDING 
ENGINEERING DISCRETION
 
 
 FOR ESD PROTECTION TAPE AND REEL PACKAGE ONLY.
 MATERIALS(COVER TAPE,EMBOSS TAPE,REEL,INNER LABEL ON 
 REEL) USED WITH AN EPA AREA MUST PRIMARILY BE ELECTROSTATIC
 CONDUCTIVE OR ELECTROSTATIC DISSIPATIVE.
 NO MATERIAL SHOULD BE CHARGED UP TO MORE THAN 100 VOLTS.
 
 TEMPERATURE RATING: -55�$�C TO 105�$�C
 
 CUSTOMIZED PART NUMBER.

3.

STAND-OFF
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8.

1888247-1,2,3,4,5,7 AS SHOWN
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SEE DETAIL  H
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