
Drahtwiderstände im Aluminiumgehäuse
Serie WD

Aufbau und Ausführung
Unsere Widerstände der Serie WD bestehen aus einem keramischen Widerstandskörper mit einer Widerstands-
wicklung aus CuNi- oder CrNi-Draht und sind durch eine spezielle Silikonharzmasse mit dem Aluminiumgehäuse 
verbunden. 

Eigenschaften
• Leistungsbereich von 5 W bis 300 W
• Hohe Zuverlässigkeit, mechanisch robust
• Als niederinduktive Ausführung erhältlich
• Widerstandswerte von R01 bis 150K möglich
• Gute Wärmeabgabefähigkeit
• Anschlüsse nach Kundenwunsch ausführbar
• Auch als Baugruppen lieferbar

Allgemeine Merkmale

Merkmal Bedingung Einhaltung

Toleranz
(Engere Toleranzen auf Anfrage)

Für	Werte	<	1	Ω
Für	Werte	≥	1	Ω

± 5%
± 0.25 bis ± 5%

Temperaturkoeffizient
(Tiefere TK auf Anfrage)

Für	Werte	<	100	Ω
Für	Werte	≥	100	Ω

60 ppm / °C
30 ppm / °C

Isolationswiderstand Trocken / Normal 10GΩ	min

Widerstandsänderung
- bei kurzzeitiger Überlast
- bei Lagerung

10 x Nennspannung für 5 s
Nach 3 Jahren

± 0.5%
< ± 1%

Betriebstemperatur - 25°C bis 250 °C -

Lastminderungskurve

%
 N

en
nl

ei
st

un
g

Temperatur [°C]

DWidap AG
CH-3185 Schmitten

Tel.: +41 26 497 50 60
Fax: +41 26 497 50 69

eMail: info@widap.ch
Internet: www.widap.ch

5-2-01
Edition 17.01

K. S. INSTRUMENTS PVT. LTD.K. S. INSTRUMENTS PVT. LTD.

KHA SERIES

The KHA style is a range of high 
quality, high stability Aluminium 
housed Power resistors designed for 
direct heat sink attachment. 
A wide range of resistance values is 
available in 5 to 300W. 
Design of higher wattage resistors for 
special applications can be done with 
ease.
! Excellent Heat transfers and small 

dimensions
! Good Electr ica l  Stab i l i ty ,  

reliability and mechanically very 
rigid

! Non Inductive version available
! Values from R01 to 150K
! Custom Terminations, Mounting 

Arrangements possible
! RoHS Compliant

Characteristic Condition Compliance
Tolerance ± 5%

(Tighter Tolerance available on request) For Values greater than 1 � ± 0.25% to ± 5%

Temperature Co-efficient For Values less than 100 � 60 PPM/°C

(Lower TCR's available on request) For Values greater than 100 � 30 PPM/°C

Insulation Resistance Dry/Normal 10 G�  min

Change in Resistance

-   Short time overload 10x rated voltage for 5 secs ± 0.5%

-   Shelf Life After 3 years < ± 1%

Incombustibility 16x Rated Wattage for 5 secs No Flame

Operating Temperature From -25°C to 250°C

For Values less than 1 �

GENERAL SERIES CHARACTERISTICS

ALUMINIUM HOUSED POWER RESISTORS

POWER DERATING 

Power Derating Chart
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Elektrische Eigenschaften

Typ
Nenn-

leistung
@ 25 °C

Max. Leis-
tung ohne 
Kühlkörper

@ 25°C

Wider-
stands-
werte

Grenz-
spannung

(DC / AC rms)

Durch-
schlags-
festigkeit
(AC peak)

Gewicht
(g)

Kühlkörper

Fläche 
(cm2)

Dicke
(mm)

WD5 10 5 R10 - 10K 160 1‘400 5 400 1

WD10 15 8 R10 - 15K 260 1‘400 7 400 1

WD25 25 12.5 R01 - 36K 550 2‘500 15 550 1

WD50 50 20 R01 - 86K 1‘250 2‘500 30 550 1

WD75 75 45 R10 - 68K 1‘400 5‘000 85 1‘000 3

WD100 100 50 R10 - 100K 1‘900 5‘000 115 1‘000 3

WD150 150 55 R10 - 100K 2‘500 5‘000 175 1‘000 3

WD200 200 50 R10 - 50K 1‘900 5‘000 475 3‘750 3

WD250 250 60 R10 - 65K 2‘200 5‘000 600 4‘800 3

WD300 300 75 R10 - 75K 2‘500 5‘000 700 5‘800 3

Abmessungen

Typ L ± 0.5 A max. H PX ± 0.3 PX1 PY ± 0.3 M ± 0.5 B max. C max. D

WD5 16.8 31 17 11.3 - 12.4 2.4 4.5 9 2.5

WD10 20.1 36.5 21 14.3 - 15.9 2.4 5.5 11 2.5

WD25 27.3 51.8 28 18.3 - 19.8 3.2 7.5 15 3

WD50 50.1 72.5 30 39.7 - 21.4 3.2 8.5 17 3

WD75 48.9 71 48 29 - 37.0 4.4 12 26 4

WD100 65.4 87.5 48 35 - 37.0 4.4 12 26 4

WD150 97 122 48 29 29 37.0 4.4 12 26 4

WD200 89 143 73 35 - 57.2 5.1 20.5 45 5.5

WD250 114 163 73 44.5 - 57.2 5.1 20.5 45 5.5

WD300 127 180 73 52 - 59.0 6.6 20.5 45 5.5
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Series L ± 0.5 A max H PX ± 0.3 PX1 PY ± 0.3 M± 0.5 B max C max
KHA5 16.8 31 17 11.3 - 12.4 2.4 4.5 9

KHA10 20.1 36.5 21 14.3 - 15.9 2.4 5.5 11
KHA25 27.3 51.8 28 18.3 - 19.8 3.2 7.5 15
KHA50 50.1 72.5 30 39.7 - 21.4 3.2 8.5 17
KHA75 48.9 71 48 29 - 37 4.4 12 26

KHA100 65.4 87.5 48 35 - 37 4.4 12 26
KHA150 97 122 48 58 29 37 4.4 12 26
KHA200 89 143 73 35 - 63.5 4.8 20.5 45
KHA250 114 163 73 44.5 - 63.5 4.8 20.5 45
KHA300 127 180 73 52 - 63.5 4.8 20.5 45

KHA5 - 50 KHA200 - 300KHA75 - 150WD5 - 50 WD75 - 150 WD200 - 300


