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Plug SLS4...

Stackable, @ 4 mm, with spring-loaded
MULTILAM for self-assembly of test leads.
Solder connection.

SLS410 SLS410N
SLS425-A SLS425-A/N
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Rated voltage/current Cable (A) . *Standard colors

Eo 24

30VAG /19 A pvc] [ree] @2.7 mm

22.2626-* SLs410 VDG /19 A a0 1.0 mm2

p— SLSA10N 30VAC/19A pve] [1pe] 2.7 mm tomme [N Eo BIEAE 2«
vl 60 VDC /19 A s 63.0mm - mm BREE |

22.2631-* SLS425-A S0VAC/32A o36mm 2.5 mm? Eo BIEES 2
Gt - 60 VDC /32 A s ©.3.9mm = mm BREA |

22.2632-* SLS425-AN SOVAG/32A osomm 25mm? [N Eo BIE 2
e 60 VDG /32 A si| @39 mm = mm BREE 2|

Component parts

22.2140-* KT410 Insulator for SLS410, SLS410N

22.2160-* KT425-A Insulator for SLS425-A, SLS425-A/N

22.1010 LS410 Plug for SLS410, SLS425-A

22.5067 LS410N Plug for SLS410N, SLS425-A/N
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Assembly instructions MA110
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