160 i/165 i/7 Rack screwdriver set Kraftform Plus
Series 100, voltage tester and rack

“Take it easy” tool finder: colour
coding according to profile and
size stamp. This enables faster
and more reliable selection of the
correct tool from the tool case.

Kraftform: The safety screwdriver with Lasertip blade, voltage

tester and rack. “Take it easy” tool finder: colour coding . .
according to profile and size stamp. Tested for dielectric strength

Our screwdrivers are tested for

Application: Slotted and Pozidriv screws
dielectric strength under a 10,000

. 7-pi k in displ )

Content piece set and rack in display carton volt load to make sure that their

most important property, their

o oed insulation, has been exhaustively
05006148001

tested. Each individual Wera VDE
screwdriver is subjected to this
test to guarantee safe working up
to 1,000 volts.

© 165iPZVDE 1 xPZ1x80; 1 x PZ 2x100

S |160iVDE 1x0,4x2,5x80"; 1 x 0,6x3,5x100;
1x0,8x4,0x100; 1 x 1,0x5,5x125

S 247 1x0,5x3,0x70

" without Lasertip
" Product not available in the USA and Canada.

167 i/6 Screwdriver set Kraftform Plus Series 100

LASERTIP Lasertl p

A precisely-focused laser creates
a sharp-edged surface structure.
This laser treatment results in an
edge hardness of up to 1000 HV
0.3. Wera Lasertip “bites” itself into
the screw head and prevents any
slips out of the recess. It is available
for screwdrivers for slotted, Phillips

Kraftform: The safety screwdriver. “Take it easy” tool finder: and Pozidriv screws.

colour coding according to profile and size stamp.

Application: TORX® socket screws

Content: 6-piece set
05133356001
Q 167 iTORX® 1 xTX8x80; 1 xTX 9x80; 1 x TX 10x80;
VDE 1 xTX 15x80; 1 x TX 20x80; 1 x TX 25x100
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