
 mm mm mm

05030115001 PZ 0 60 97 3,0 2 3/
8
"

05030116001 PZ 1 80 97 4,0 3 1/
8
"

HOLDING
FUNCTION

 mm mm mm

05030400001 TX 4 40 97 2,5 1 9/
16

"

05030401001 TX 5 40 97 3,0 1 9/
16

"

05030402001 TX 6 40 97 3,0 1 9/
16

"

05030403001 TX 7 60 97 3,0 2 3/
8
"

05030404001 TX 8 60 97 3,0 2 3/
8
"

05030405001 TX 9 60 97 4,0 2 3/
8
"

05030406001 TX 10 60 97 4,0 2 3/
8
"

 mm mm mm mm mm

05030101001 0,23 1,5 40 97 2,5 1/
16

" 1 9/
16

"

05030100001 0,25 1,2 40 97 2,5 0,05" 1 9/
16

"

05030102001 0,30 1,8 60 97 2,5 0,07" 2 3/
8
"

05030108001 0,35 2,5 40 97 2,5 3/
32

" 1 9/
16

"

05030103001 0,40 2,0 60 97 2,5 5/
64

" 2 3/
8
"

05030104001 0,40 2,5 80 97 2,5 3/
32

" 3 1/
8
"

05030105001 0,50 3,0 80 97 3,0 1/
8
" 3 1/

8
"

05030106001 0,60 3,5 80 97 4,0 9/
64

" 3 1/
8
"

05030107001 0,80 4,0 80 97 4,0 5/
32

" 3 1/
8
"

 mm mm mm

05030117001 1) 3) PH 000 40 97 1,5/2,5 1 9/
16

"

05030118001 1) 3) PH 00 40 97 1,8/2,5 1 9/
16

"

05030110001 3) PH 00 60 97 1,8/2,5 2 3/
8
"

05030119001 PH 0 40 97 3,0 1 9/
16

"

05030111001 2) PH 0 60 97 3,0 2 3/
8
"

05030112001 PH 1 80 97 4,0 3 1/
8
"

ESD Series
ESD-safe tools

1555 PZ Kraftform Micro screwdriver for Pozidriv 
screws

Application: Suitable for Pozidriv screws
Blade: Round
Design: Chrome-plated, Black Point
Handle: Kraftform Micro with non-roll feature and rotating cap,  

multi-component

1567 TORX® HF Kraftform Micro screwdriver with 
holding function for TORX® screws

Application: TORX® socket screws
Blade: Round
Design: Holding function for TORX® screws made according to Acument 

Intellectual Properties specifications, chrome-plated, Black 
Point

Handle: Kraftform Micro with non-roll feature and rotating cap,  
multi-component

1578 A Kraftform Micro screwdriver for slotted screws

Application: Slotted screws
Blade: Round
Design: Chrome-plated, Black Point
Handle: Kraftform Micro with non-roll feature and rotating cap, multi-

component

 

1550 PH Kraftform Micro screwdriver for Phillips 
screws

Application: Phillips screws
Blade: Round
Design: Chrome-plated, Black Point
Handle: Kraftform Micro with non-roll feature and rotating cap,  

multi-component

1) Optimised for Asian PH screws
2) Size 0 modificated according to JCIS 0 (Japanese Camera Industrial Standard)
3) On the output side, the blade is turned to a nominal length of 10 mm.
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