Catalog 1308070-4 =
Revised 10-2014 MCON Interconnection System

Single Wire Seals and Sealing Plugs for MCON Contacts
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Single Wire Seals and Sealing Plugs for MCON Contacts
Cawt]{r::)meter Insule(:;;('):‘l)l:fl;neter Color Part Number A Dlmegsmns ¢ Used for
0.9-1.4 Yellow 967067-2 MCON 1.2/ HPF 1.2
1.4-2.1 Green 967067-1 MCON 1.2 / HPF 1.2
3.55 1.4-1.9 Red 2098582-1* 3.1 8.5 4.1 MCON 1.2
1.9-2.1 Yellow 964972-1 MCON 1.2
Sealing Plug Blue 967056-1 MCON 1.2 / HPF 1.2
0.9-1.9 Gray 963142-1
3.95 1.9-2.4 Green 967067-1 341 8.6 47 MCON 1.2
Sealing Plug White 963143-1
1.4-2.1 Blue 828904-2
49 2.2-3.0 White 828905-1 3.4 7.8 5.6 MCON 2.8
Sealing Plug Natural 828922-1
6.4 3..4-3.7 Green 828985-1 34 28 72 MCON 2.8
Sealing Plug Brown 828986-1
3.4-37 Green 967608-1 41
8.5 9.3 9.4 MCON 6.3
4.0-4.3 Blue 17199721 55

*) Seals for 150° C applications. Wire used must be able to whithstand 150° C for 1008 hours.

All specifications subject to change. Consult TE Connectivity for latest specifications. PAGE 13



